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SCALE: 1/4" = 1'-0"

EXISTING 12" X 12" BRICK
SUPPORT COLUMNS, TYP.

EX. 4 X 6 BEAM

EX
. 4

 X
 6 

BE
AM

EX. 2" X 6" W/ SISTERED 2x4 DECK JOISTS AT 20" O.C., TYP.

OUTLINE OF EX.
BRICK STAIRS

EX
. 2

" X
 6"

 R
IM

 JO
IS

T

EX
. 2

" X
 6"

 R
IM

 JO
IS

T

EXISTING FOUNDATION WALLS

7'-1
"

2'-1 1/2" 22'-9" 2'-1 1/2"

2

EXISTING RIGHT SIDE ELEVATION
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DEMOLITION FLOOR PLAN

SCALE: 1/4" = 1'-0"
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DEMOLITION ELEVATION

SCALE: 1/4" = 1'-0"

EXISTING BRICK LANDING &
STAIRS TO BE REMOVED IN ITS
ENTIRETY

EXISTING METAL RAILING
SYSTEM TO BE REMOVED IN ITS
ENTIRETY

EXISTING WOOD DECKING TO
BE REMOVE IN ITS ENTIRETY

EXISTING WOOD CAP & TRIM
BELOW TO BE REMOVED IN ITS
ENTIRETY

ALL EXISTING WOOD COLUMNS
TO BE REMOVED & STORED
FOR REUSE

EXISTING BRICK LANDING &
STAIRS TO BE REMOVED IN ITS
ENTIRETY

EXISTING WOOD CAP & TRIM
BELOW TO BE REMOVED IN ITS
ENTIRETY

ALL EXISTING WOOD COLUMNS
TO BE REMOVED & STORED
FOR REUSE

EXISTING METAL RAILING
SYSTEM TO BE REMOVED IN ITS
ENTIRETY
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EX1.0

KEY DEMOLITION LEGEND

EXISTING TO REMAIN

EXISTING TO BE REMOVED

EXISTING WOOD LATTICE TO BE
REMOVE IN ITS ENTIRETY

EXISTING WOOD DECKING TO
BE REMOVE IN ITS ENTIRETY

EXISTING WOOD DECK
APRON TRIM TO BE REMOVE

IN ITS ENTIRETY

DEMOLITION GENERAL NOTES

1. THE CONTRACTOR SHALL BE RESPONSIBLE FOR VERIFYING ALL EXISTING CONDITIONS IN THE

FIELD PRIOR TO ANY DEMOLITION OR CONSTRUCTION. ANY DISCREPANCIES RELATING TO THE

DRAWINGS SHALL BE REPORTED TO THE ARCHITECT IMMEDIATELY.

2. THE CONTRACTOR SHALL BE AWARE OF SELECTIVE DEMOLITION AT ALL SECTIONS OF WORK,

REVIEWING ALL NEW  DETAILS TO DETERMINE WHAT IS TO BE REMOVED OR TO REMAIN AND

WILL BE RESPONSIBLE FOR REPLACEMENT IN-KIND ALL WORK INADVERTENTLY REMOVED.

3. THE CONTRACTOR SHALL REMOVE ITEMS TO BE DEMOLISHED AS INDICATED ON THE DRAWINGS

WITH CARE BEING TAKEN NOT TO DAMAGE ADJACENT TO REMAIN ITEMS. THE WORK AREA WILL

BE LEFT CLEAN AND READY TO RECEIVE NEW WORK ON A DAILY BASIS.

4. CONTRACTOR SHALL BE RESPONSIBLE TO PROVIDE TEMPORARY BARRICADES AT BUILDING

ENTRIES TO PROTECT THE GENERAL PUBLIC AS REQUIRED.

6. CONTRACTOR TO PROVIDE ADEQUATE PROTECTION OF EXISTING BUILDING DURING COURSE

OF CONSTRUCTION.
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PROPOSED FOUNDATION & FRAMING PLAN

SCALE: 1/4" = 1'-0"
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PROPOSED FLOOR PLAN

SCALE: 1/4" = 1'-0"
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DECKING W/ CONCEALED
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TO EXISTING TOP OF PORCH
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EXISTING 12" X 12" BRICK SUPPORT
COLUMNS' EXPOSED FRONT TO BE
FACED W/ VERTICAL 1x4 P.T.
WOOD PAINTED, TYP.
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PROPOSED FRONT ELEVATION

SCALE: 1/4" = 1'-0"
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PROPOSED LEFT SIDE ELEVATION

SCALE: 1/4" = 1'-0"
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PROPOSED RIGHT SIDE ELEVATION

SCALE: 1/4" = 1'-0"

NEW PORCH OF TOP WALL
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CONSTRUCTION & ASSEMBLY
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TO MATCH EXISTING
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LATTICE THROUGHOUT, TYP.
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CUT AS REQUIRED TO FIT NEW
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NEW 5/4" P.T. WOOD CAP
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STRINGERS
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PROPOSED SECTION AT NEW PORCH STAIRS

SCALE: 1/2" = 1'-0"

1x8 P.T. WOOD APRON TRIM
NEW 1x4 P.T. WOOD DECKING W/
CONCEALED FASTENER SYSTEM
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NOTE:
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THROUGHOUT, TYP.

EXISTING 12" X 12" BRICK SUPPORT
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WRAPPED W/ HORIZONTAL 1x4 P.T.
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SCALE: 1/4" = 1'-0"
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NEW P.T. VERTICAL 1x4 LATTICE
THROUGHOUT, TYP.
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