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SURVEY SUPPLEMENTED BY

PRIME AE GROUP, INC. (PRIME)

LIMIT OF GRADING

LIMIT OF WORK

LIMIT OF DITCH

RESTORATION

R+R GRAN CURB

PATCH SIDEWALK

PROP TRACK & TIES

(BY OTHERS)

LIMIT OF GRADING

PROP EROSION CONTROL

RE-ESTABLISH DRAINAGE

DITCH SEE DETAIL SHEET

TIE INTO EXISTING

STRUCTURE

LIMIT OF PAVEMENT

OVERLAY

LIMIT OF PAVEMENT

OVERLAY

LIMIT OF GRADING

38' RIPRAP CHANNEL

(MASSDOT STONE FOR

PIPE ENDS OR EQUAL).

SEE DETAIL SHEET 2.
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END RESTORED DITCH

CROSS SECTION

CONTINUATION BY OTHERS

PROP FENCE

PROP EROSION CONTROL

EXISTING TRACK

HW-471

R=89.47

INV=85.64

41 LF - S=0.1%

142 LF - S=0.1%

20 LF - S=0.1%

22 LF - S=0.1%

10 LF -

S=0.4%

20 LF -

12" HDPE -

S=0.6%

9 LF -

12" HDPE -

S=0.2%

IP-468

R=91.60

INV=85.78

INV=85.78

IP-162

R=91.68

INV=85.80

INV=86.26

INV=85.80

IP-160

R=91.26

INV=85.83

INV=85.83

INV=86.00

CB-6

R=91.50

INV=87.20

CB-168B

R=91.37

INV=87.95

IP-168

R=91.84

INV=87.80

INV=85.88

INV=85.88

4'X2' BOX CULVERT

4'X3' BOX CULVERT

4'X3' BOX CULVERT

4'X3' BOX CULVERT

NAVD 88

BASE ELEV

80.00

90

100

110

80

90

100

110

IP-168

RIM=91.84

INV=85.88

IP-160

RIM=91.26

INV=85.83

INV=85.83

INV=85.83

IP-162

RIM=91.68

INV=85.80

INV=85.80

IP-468

RIM=91.60

INV=85.78

INV=85.78

HW-471

RIM=89.67

INV=85.64

EXIST GRADE

PROP GRADE
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SLOPE = 0.1%
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4'W X 3'H CONC BOX

20 LF - S=0.115'

4'W X 3'H CONC BOX

142 LF - S=0.021'

4'W X 3'H CONC BOX

24 LF - S=0.287'

4'W X 2'H CONC BOX

42 LF - S=0.093'

RIPRAP

38 LF

DITCH

858 LF

PROPOSED DRAINAGE CONDITIONS

NOTICE OF INTENT
SUBMISSION PLAN

CITY ENGINEER: ______________________  DATE: _______________

N

06/01/2018

ADZ

KJC

1" = 40'

NEW BEDFORD MAIN LINE
PROPOSED DRAINAGE PLAN

NOTES:

1. INSTALL SILT SACK IN EXISTING CATCH BASINS, BEFORE 
COMMENCING WORK AND IN NEW CATCH BASINS IMMEDIATELY
AFTER INSTALLATION OF STRUCTURE. MAINTAIN UNTIL BINDER
COURSE PAVING IS COMPLETE OR PERMANENT STAND OF GRASS
HAS BEEN ESTABLISHED.

2. 4'X2' BOX CULVERT SHALL BE DESIGNED FOR COOPER E-80 
LOADING.

1 5/2/18 RIPRAP PAD OUTLET SMK

2 5/31/18 DITCH AND CULVERT ADZ

3 8/2/18 CSSSHIFT CULVERT XING


