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COMPOST FILTER SOCK (TYP.)
SEE C2.1

BRICK EXIST.
OUTLET PIPE AND
CORE INTO EX. CB
TO INSTALL NEW
OUTLET PIPE AS

SHOWN

LIMITS OF WORK (TYP.)

INSTALL CB INLET PROTECTION
SEE C2.1

EXIST. LIMITS OF PAVEMENTPROPOSED LIMITS OF
PAVEMENT (TYP.)

REMOVE AND REPLACE
EXIST. COLLAPSED 12"
CONC. CULVERT W/ NEW
12" CONC. CULVERT

INSTALL COMPOST FILTER SOCK
AT BOTH ENDS OF NEW CULVERT
OUTSIDE OF WETLAND LIMITS

INSTALL COMPOST FILTER
SOCK AT WETLAND LIMITS

INSTALL BITUMINOUS
CONC. BERM MAX. 3" HIGH

(TYP.)
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BITUMINOUS CONCRETE BERM

LEGEND

INSTALL BITUMINOUS
CONC. BERM MAX. 3" HIGH

(TYP.)

INSTALL BITUMINOUS
CONC. BERM MAX. 3" HIGH
(TYP.)

RIP RAP SPLASH PAD (TYP.)
USE MHD SPEC. M2.02.3 STONE
DIMENSIONS: 5'-6" x 2'-6"

RIP RAP SPLASH PAD (TYP.)
USE MHD SPEC. M2.02.3 STONE

DIMENSIONS: 9'-0" x 2'-6"

2
12

/1
5/

16
Ad

de
d 

ri
p 

ra
p 

sp
la

sh
 p

ad
s 

to
ou

tl
et

s 
an

d 
he

ad
w

al
ls

 t
o 

cu
lv

er
t

re
pl

ac
em

en
t.

  R
ev

is
ed

 g
ra

di
ng

 t
o

pr
ov

id
e 

co
ve

r 
ov

er
 p

ip
es

 a
nd

el
im

in
at

e 
w

et
la

nd
 im

pa
ct

s.

M
KO

3
1/

25
/1

7
Ad

de
d 

st
on

e 
si

ze
 a

nd
 r

ip
 r

ap
 p

ad
di

m
en

si
on

s
M

KO


