
W

D

T

S

IRR

E

LEGEND

REV # DESCRIPTION DATE

CALL BEFORE YOU DIG

ENTER 1-888-DIG-SAFE

UNDERGROUND SERVICE ALERT

72 HOURS NOTICE REQUIRED.

NOTES:

EXISTING UTILITIES SHOWN ARE APPROXIMATE AND

NOT WARRANTED TO BE CORRECT. THE

CONTRACTOR SHALL VERIFY THE LOCATION OF ALL

PUBLIC AND PRIVATE UTILITIES PRIOR TO BEGINNING

ANY EXCAVATION.

CURRENT ROAD CONDITIONS:

www.ucseng.com 1-508-337-7600

21 OXFORD RD
MANSFIELD, MA 02048

Innovative Thinking.  Engineered Solutions. JOHN VERTENTE BLVD.
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JOHN VERTENTE BLVD

CITY OF NEW BEDFORD
TOWN OF DARTMOUTH

SHEET 2

SHEET 1

SHEET 3 SHEET 4 SHEET 5 SHEET 6
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S

S

S

D

D

D

E

E

E

T

T

COMCAST
2'x3' VAULT #14

TO
W

N
 O

F 
DA

RT
M

O
U

TH
CI

TY
 O

F 
N

EW
 B

ED
FO

RD

280' OF
(1)-4" PVC CONDUIT FROM

PRIVATE MH
TO COMCAST VAULT #15

COMCAST
2'x3' VAULT #15

368' OF
(1)-4" PVC CONDUIT FROM
COMCAST VAULT #15 TO

COMCAST VAULT #14

R/W

R/W

R/W

R/W

COMMERCIAL DRYWALL AND
CONSTRUCTION

#135
JOHN VERTENTE BLVD

VZ MH# 1152D

PRIVATE MH

646' OF
(1)-4" PVC CONDUIT FROM
COMCAST VAULT #14 TO

COMCAST VAULT #13

JOHN VERTENTE BLVD

JOHN VERTENTE BLVD

R/W

R/W

R/W

R/W

W

D

T

S

IRR

E

LEGEND

REV # DESCRIPTION DATE

CALL BEFORE YOU DIG

ENTER 1-888-DIG-SAFE

UNDERGROUND SERVICE ALERT

72 HOURS NOTICE REQUIRED.

NOTES:

EXISTING UTILITIES SHOWN ARE APPROXIMATE AND

NOT WARRANTED TO BE CORRECT. THE

CONTRACTOR SHALL VERIFY THE LOCATION OF ALL

PUBLIC AND PRIVATE UTILITIES PRIOR TO BEGINNING

ANY EXCAVATION.

CURRENT ROAD CONDITIONS:

www.ucseng.com 1-508-337-7600

21 OXFORD RD
MANSFIELD, MA 02048

Innovative Thinking.  Engineered Solutions. JOHN VERTENTE BLVD.

GENERAL NOTES

1. THE LOCATIONS OF EXISTING UNDERGROUND UTILITIES ARE SHOWN IN AN
APPROXIMATE WAY ONLY AND HAVE
NOT BEEN INDEPENDENTLY VERIFIED BY THE OWNER OR ITS REPRESENTATIVE. THE
CONTRACTOR SHALL DETERMINE THE EXACT LOCATION OF ALL EXISTING UTILITIES
BEFORE COMMENCING WORK, AND SHALL BE FULLY RESPONSIBLE FOR ANY AND
ALL DAMAGES WHICH MIGHT BE OCCASIONED BY THE CONTRACTOR'S FAILURE TO
EXACTLY LOCATE AND PRESERVE ANY AND ALL UNDERGROUND UTILITIES.

2. WHERE AN EXISTING UTILITY IS FOUND TO CONFLICT WITH THE PROPOSED
WORK, THE LOCATION, ELEVATION AND SIZE OF THE UTILITY SHALL BE
ACCURATELY DETERMINED WITHOUT DELAY BY THE CONTRACTOR, AND THE
INFORMATION FURNISHED TO THE ENGINEER FOR RESOLUTION OF
THE CONFLICT.

3. THE CONTRACTOR SHOULD MAINTAIN A SEPARATION OF 18 INCHES MIN. WHEN
CROSSING EXISTING WATER FACILITIES.

4. THE CONTRACTOR SHALL MAKE ALL ARRANGEMENTS FOR THE ALTERATION AND
ADJUSTMENT OF GAS, ELECTRIC, TELEPHONE AND ANY OTHER PRIVATE UTILITIES
BY THE UTILITY COMPANY.

5. THE CONTRACTOR SHALL NOT DISTURB PUBLIC
TREES AND SHRUBS.

6. AREAS OUTSIDE THE LIMITS OF PROPOSED WORK DISTURBED BY THE
CONTRACTOR'S OPERATIONS SHALL BE RESTORED BY THE CONTRACTOR TO THEIR
ORIGINAL CONDITION AT NO EXPENSE TO THE OWNER.

7. THE CONTRACTOR SHALL BE RESPONSIBLE FOR PLACING AND MAINTAINING
TEMPORARY RESURFACING AND/OR PLATING FOR ALL EXCAVATIONS IN PAVED
STREETS AND SIDEWALKS UNTIL PERMANENT RESURFACING IS COMPLETE.

8. JOINTS BETWEEN NEW BITUMINOUS CONCRETE ROADWAY PAVEMENT AND
SAW CUT EXISTING PAVEMENT SHALL BE SEALED WITH BITUMEN AND BACK
SANDED.

9. THE CONTRACTOR SHALL PROTECT AND SUPPORT ALL EXISTING UTILITY LINES
THAT BECOME EXPOSED DUE TO EXCAVATION REQUIRED TO INSTALL THE
PROPOSED CONDUIT.

10. THE CONTRACTOR SHALL REPLACE ALL DISTURBED TRAFFIC SIGNAL LOOP
DETECTORS TO GOOD WORKING CONDITION AS REQUIRED BY THE LATEST
STANDARDS OF THE MUNICIPAL TRAFFIC DEPARTMENT.

11. ALL EXISTING STATE, COUNTY, CITY, AND TOWN LOCATION LINES AND PRIVATE
PROPERTY LINES HAVE BEEN ESTABLISHED FROM AVAILABLE INFORMATION AND
THEIR EXACT LOCATION ARE NOT GUARANTEED.

12. THE CONTRACTOR SHALL REPLACE ALL PAVEMENT MARKINGS IN THEIR
ENTIRETY THAT HAVE BEEN DAMAGED BY TRENCH EXCAVATION OR OPERATIONS
OF THE CONTRACTOR WITH SIMILAR COLOR AND SIZE THERMOPLASTIC MARKINGS.
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   - ITEM SHOWN ON UTILITY RECORDS,
BUT NOT FOUND IN FIELD.   *

INSTALLATION DETAIL

COMCAST DUCT CONFIGURATION

N.T.S.

PLACE WARNING TAPE

REPLACE EXISTING SURFACE TO
MUNICIPALITY SPECIFICATIONS

24"

12"

(1)-4" SCH 40 PVC DUCT
(CONCRETE ENCASED
WHEN REQUIRED)12"

NOT TO EXCEED
 36" (INCHES)

PROCESSED GRAVEL AND/OR
SUITABLE MUNICIPALITY
ACCEPTED MATERIAL

12"

2'

1'

1'

WARNING TAPE

GENERAL CATV TRENCH DETAIL
N.T.S.

1-3" PVC(SCH'D 40)
CONDUIT

COMPACTED SELECT GRAVELSAND

SUITABLE
BACKFILL

MATERIAL

LOAM AND SEED
TO ORIGINAL CONDITIONS

BITUMINOUS CONCRETE PAVEMENT,
CONCRETE OR PATCH SHALL BE
EQUAL OR BETTER.  ALL WORK AND
MATERIALS USED SHALL BE PER TOWN/CITY
 AND STATE STANDARDS

LANDSCAPED AREAS ROADS,PARKING AREAS,
DRIVEWAYS, WALKWAYS

BASE COURSE AS REQUIRED BY
 CITY/TOWN AND /OR
STATE STANDARDS

NOT TO EXCEED 36"

AS BUILT



COMCAST
2'x3' VAULT #13

(1)-4" PVC CONDUIT FROM
COMCAST VAULT #14 TO

COMCAST VAULT #13

380' OF
(1)-4" PVC CONDUIT FROM
COMCAST VAULT #13 TO

COMCAST VAULT #12

R/
W

R/
W

R/W

R/W

R/W

R/W

AEROVOX
#167

JOHN VERTENTE BLVD

VZ MH# 1152B
VZ MH# 1152C

JOHN VERTENTE BLVD

W

D

T

S

IRR

E

LEGEND

REV # DESCRIPTION DATE

CALL BEFORE YOU DIG

ENTER 1-888-DIG-SAFE

UNDERGROUND SERVICE ALERT

72 HOURS NOTICE REQUIRED.

NOTES:

EXISTING UTILITIES SHOWN ARE APPROXIMATE AND

NOT WARRANTED TO BE CORRECT. THE

CONTRACTOR SHALL VERIFY THE LOCATION OF ALL

PUBLIC AND PRIVATE UTILITIES PRIOR TO BEGINNING

ANY EXCAVATION.

CURRENT ROAD CONDITIONS:

www.ucseng.com 1-508-337-7600

21 OXFORD RD
MANSFIELD, MA 02048

Innovative Thinking.  Engineered Solutions. JOHN VERTENTE BLVD.

GENERAL NOTES

1. THE LOCATIONS OF EXISTING UNDERGROUND UTILITIES ARE SHOWN IN AN
APPROXIMATE WAY ONLY AND HAVE
NOT BEEN INDEPENDENTLY VERIFIED BY THE OWNER OR ITS REPRESENTATIVE. THE
CONTRACTOR SHALL DETERMINE THE EXACT LOCATION OF ALL EXISTING UTILITIES
BEFORE COMMENCING WORK, AND SHALL BE FULLY RESPONSIBLE FOR ANY AND
ALL DAMAGES WHICH MIGHT BE OCCASIONED BY THE CONTRACTOR'S FAILURE TO
EXACTLY LOCATE AND PRESERVE ANY AND ALL UNDERGROUND UTILITIES.

2. WHERE AN EXISTING UTILITY IS FOUND TO CONFLICT WITH THE PROPOSED
WORK, THE LOCATION, ELEVATION AND SIZE OF THE UTILITY SHALL BE
ACCURATELY DETERMINED WITHOUT DELAY BY THE CONTRACTOR, AND THE
INFORMATION FURNISHED TO THE ENGINEER FOR RESOLUTION OF
THE CONFLICT.

3. THE CONTRACTOR SHOULD MAINTAIN A SEPARATION OF 18 INCHES MIN. WHEN
CROSSING EXISTING WATER FACILITIES.

4. THE CONTRACTOR SHALL MAKE ALL ARRANGEMENTS FOR THE ALTERATION AND
ADJUSTMENT OF GAS, ELECTRIC, TELEPHONE AND ANY OTHER PRIVATE UTILITIES
BY THE UTILITY COMPANY.

5. THE CONTRACTOR SHALL NOT DISTURB PUBLIC
TREES AND SHRUBS.

6. AREAS OUTSIDE THE LIMITS OF PROPOSED WORK DISTURBED BY THE
CONTRACTOR'S OPERATIONS SHALL BE RESTORED BY THE CONTRACTOR TO THEIR
ORIGINAL CONDITION AT NO EXPENSE TO THE OWNER.

7. THE CONTRACTOR SHALL BE RESPONSIBLE FOR PLACING AND MAINTAINING
TEMPORARY RESURFACING AND/OR PLATING FOR ALL EXCAVATIONS IN PAVED
STREETS AND SIDEWALKS UNTIL PERMANENT RESURFACING IS COMPLETE.

8. JOINTS BETWEEN NEW BITUMINOUS CONCRETE ROADWAY PAVEMENT AND
SAW CUT EXISTING PAVEMENT SHALL BE SEALED WITH BITUMEN AND BACK
SANDED.

9. THE CONTRACTOR SHALL PROTECT AND SUPPORT ALL EXISTING UTILITY LINES
THAT BECOME EXPOSED DUE TO EXCAVATION REQUIRED TO INSTALL THE
PROPOSED CONDUIT.

10. THE CONTRACTOR SHALL REPLACE ALL DISTURBED TRAFFIC SIGNAL LOOP
DETECTORS TO GOOD WORKING CONDITION AS REQUIRED BY THE LATEST
STANDARDS OF THE MUNICIPAL TRAFFIC DEPARTMENT.

11. ALL EXISTING STATE, COUNTY, CITY, AND TOWN LOCATION LINES AND PRIVATE
PROPERTY LINES HAVE BEEN ESTABLISHED FROM AVAILABLE INFORMATION AND
THEIR EXACT LOCATION ARE NOT GUARANTEED.

12. THE CONTRACTOR SHALL REPLACE ALL PAVEMENT MARKINGS IN THEIR
ENTIRETY THAT HAVE BEEN DAMAGED BY TRENCH EXCAVATION OR OPERATIONS
OF THE CONTRACTOR WITH SIMILAR COLOR AND SIZE THERMOPLASTIC MARKINGS.

M
:\

CA
DD

\C
O

M
CA

ST
\J

O
BS

\jo
hn

 v
er

te
nt

e 
bl

vd
 n

ew
 b

ed
fo

rd
\A

A 
- A

U
TO

CA
D\

JO
H

N
 V

ER
TE

N
TE

 B
LV

D 
AS

-B
U

IL
T.

dw
g

09
/1

4/
20

15

   - ITEM SHOWN ON UTILITY RECORDS,
BUT NOT FOUND IN FIELD.   *

N.T.S.

(1)-4" SCH 40 PVC

ROADWAY PATCH AND DUCT 
BANK INSTALLATION DETAIL

DUCT CONFIGURATION

PLACE WARNING TAPE

CONCRETE
ENCASED

ASPHALT PAVEMENT
IN 2 COURSES

6" MIN.

12"

24"
PROCESSED

GRAVEL

12"

12"

(1)-4" SCH 40 PVC

SOFT SHOULDER PATCH AND DUCT 
BANK INSTALLATION DETAIL

DUCT CONFIGURATION

N.T.S.

PLACE WARNING TAPE

REPLACE EXISTING
SURFACE 6" MIN.

12"

36"
SUITABLE FILL

12"

AS BUILT



COMCAST
2'x3' VAULT #12

COMCAST
2'x3' VAULT #11

44' OF
(1)-4" PVC CONDUIT FROM
COMCAST VAULT #12 TO

COMCAST VAULT #11

COMCAST
2'x3' VAULT #9

320' OF
(1)-4" PVC CONDUIT FROM
COMCAST VAULT #10 TO

COMCAST VAULT #9

348' OF
(1)-4" PVC CONDUIT FROM

COMCAST VAULT #9 TO
COMCAST VAULT #8

R/W

R/W

R/W

R/
W

R/W

R/
W

R/W

R/W

VZ MH# 1152A

FUTURE CONNECTION:
(1)-4" PVC CONDUIT FROM
COMCAST VAULT #12 TO

#167 VERTENTE BLVD.

JOHN VERTENTE BLVD

262' OF
(1)-4" PVC CONDUIT FROM
COMCAST VAULT #11 TO

COMCAST VAULT #10

COMCAST
2'x3' VAULT #10

W

D

T

S

IRR

E

LEGEND

REV # DESCRIPTION DATE

CALL BEFORE YOU DIG

ENTER 1-888-DIG-SAFE

UNDERGROUND SERVICE ALERT

72 HOURS NOTICE REQUIRED.

NOTES:

EXISTING UTILITIES SHOWN ARE APPROXIMATE AND

NOT WARRANTED TO BE CORRECT. THE

CONTRACTOR SHALL VERIFY THE LOCATION OF ALL

PUBLIC AND PRIVATE UTILITIES PRIOR TO BEGINNING

ANY EXCAVATION.

CURRENT ROAD CONDITIONS:

www.ucseng.com 1-508-337-7600

21 OXFORD RD
MANSFIELD, MA 02048

Innovative Thinking.  Engineered Solutions. JOHN VERTENTE BLVD.

GENERAL NOTES

1. THE LOCATIONS OF EXISTING UNDERGROUND UTILITIES ARE SHOWN IN AN
APPROXIMATE WAY ONLY AND HAVE
NOT BEEN INDEPENDENTLY VERIFIED BY THE OWNER OR ITS REPRESENTATIVE.
THE CONTRACTOR SHALL DETERMINE THE EXACT LOCATION OF ALL EXISTING
UTILITIES BEFORE COMMENCING WORK, AND SHALL BE FULLY RESPONSIBLE FOR
ANY AND ALL DAMAGES WHICH MIGHT BE OCCASIONED BY THE CONTRACTOR'S
FAILURE TO EXACTLY LOCATE AND PRESERVE ANY AND ALL UNDERGROUND
UTILITIES.

2. WHERE AN EXISTING UTILITY IS FOUND TO CONFLICT WITH THE PROPOSED
WORK, THE LOCATION, ELEVATION AND SIZE OF THE UTILITY SHALL BE
ACCURATELY DETERMINED WITHOUT DELAY BY THE CONTRACTOR, AND THE
INFORMATION FURNISHED TO THE ENGINEER FOR RESOLUTION OF
THE CONFLICT.

3. THE CONTRACTOR SHOULD MAINTAIN A SEPARATION OF 18 INCHES MIN.
WHEN CROSSING EXISTING WATER FACILITIES.

4. THE CONTRACTOR SHALL MAKE ALL ARRANGEMENTS FOR THE ALTERATION
AND ADJUSTMENT OF GAS, ELECTRIC, TELEPHONE AND ANY OTHER PRIVATE
UTILITIES BY THE UTILITY COMPANY.

5. THE CONTRACTOR SHALL NOT DISTURB PUBLIC
TREES AND SHRUBS.

6. AREAS OUTSIDE THE LIMITS OF PROPOSED WORK DISTURBED BY THE
CONTRACTOR'S OPERATIONS SHALL BE RESTORED BY THE CONTRACTOR TO
THEIR ORIGINAL CONDITION AT NO EXPENSE TO THE OWNER.

7. THE CONTRACTOR SHALL BE RESPONSIBLE FOR PLACING AND MAINTAINING
TEMPORARY RESURFACING AND/OR PLATING FOR ALL EXCAVATIONS IN PAVED
STREETS AND SIDEWALKS UNTIL PERMANENT RESURFACING IS COMPLETE.

8. JOINTS BETWEEN NEW BITUMINOUS CONCRETE ROADWAY PAVEMENT AND
SAW CUT EXISTING PAVEMENT SHALL BE SEALED WITH BITUMEN AND BACK
SANDED.

9. THE CONTRACTOR SHALL PROTECT AND SUPPORT ALL EXISTING UTILITY LINES
THAT BECOME EXPOSED DUE TO EXCAVATION REQUIRED TO INSTALL THE
PROPOSED CONDUIT.

10. THE CONTRACTOR SHALL REPLACE ALL DISTURBED TRAFFIC SIGNAL LOOP
DETECTORS TO GOOD WORKING CONDITION AS REQUIRED BY THE LATEST
STANDARDS OF THE MUNICIPAL TRAFFIC DEPARTMENT.

11. ALL EXISTING STATE, COUNTY, CITY, AND TOWN LOCATION LINES AND
PRIVATE PROPERTY LINES HAVE BEEN ESTABLISHED FROM AVAILABLE
INFORMATION AND THEIR EXACT LOCATION ARE NOT GUARANTEED.

12. THE CONTRACTOR SHALL REPLACE ALL PAVEMENT MARKINGS IN THEIR
ENTIRETY THAT HAVE BEEN DAMAGED BY TRENCH EXCAVATION OR
OPERATIONS OF THE CONTRACTOR WITH SIMILAR COLOR AND SIZE
THERMOPLASTIC MARKINGS.
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   - ITEM SHOWN ON UTILITY RECORDS,
BUT NOT FOUND IN FIELD.   *

N.T.S.

(1)-4" SCH 40 PVC

ROADWAY PATCH AND DUCT 
BANK INSTALLATION DETAIL

DUCT CONFIGURATION

PLACE WARNING TAPE

CONCRETE
ENCASED

ASPHALT PAVEMENT
IN 2 COURSES

6" MIN.

12"

24"
PROCESSED

GRAVEL

12"

12"

(1)-4" SCH 40 PVC

SOFT SHOULDER PATCH AND DUCT 
BANK INSTALLATION DETAIL

DUCT CONFIGURATION

N.T.S.

PLACE WARNING TAPE

REPLACE EXISTING
SURFACE 6" MIN.

12"

36"
SUITABLE FILL

12"

AS BUILT



COMCAST
2'x3' VAULT #8

366' OF
(1)-4" PVC CONDUIT FROM

COMCAST VAULT #8 TO
COMCAST VAULT #7

R/W

R/W

R/W

R/W

R/W

R/W

JOHN VERTENTE BLVD

(1)-4" PVC CONDUIT FROM
COMCAST VAULT #9 TO

COMCAST VAULT #8

COMCAST
2'x3' VAULT #7

354' OF
(1)-4" PVC CONDUIT FROM

COMCAST VAULT #7 TO
COMCAST VAULT #6

W

D

T

S

IRR

E

LEGEND

REV # DESCRIPTION DATE

CALL BEFORE YOU DIG

ENTER 1-888-DIG-SAFE

UNDERGROUND SERVICE ALERT

72 HOURS NOTICE REQUIRED.

NOTES:

EXISTING UTILITIES SHOWN ARE APPROXIMATE AND

NOT WARRANTED TO BE CORRECT. THE

CONTRACTOR SHALL VERIFY THE LOCATION OF ALL

PUBLIC AND PRIVATE UTILITIES PRIOR TO BEGINNING

ANY EXCAVATION.

CURRENT ROAD CONDITIONS:

www.ucseng.com 1-508-337-7600

21 OXFORD RD
MANSFIELD, MA 02048

Innovative Thinking.  Engineered Solutions. JOHN VERTENTE BLVD.

GENERAL NOTES

1. THE LOCATIONS OF EXISTING UNDERGROUND UTILITIES ARE SHOWN IN AN
APPROXIMATE WAY ONLY AND HAVE
NOT BEEN INDEPENDENTLY VERIFIED BY THE OWNER OR ITS REPRESENTATIVE.
THE CONTRACTOR SHALL DETERMINE THE EXACT LOCATION OF ALL EXISTING
UTILITIES BEFORE COMMENCING WORK, AND SHALL BE FULLY RESPONSIBLE FOR
ANY AND ALL DAMAGES WHICH MIGHT BE OCCASIONED BY THE CONTRACTOR'S
FAILURE TO EXACTLY LOCATE AND PRESERVE ANY AND ALL UNDERGROUND
UTILITIES.

2. WHERE AN EXISTING UTILITY IS FOUND TO CONFLICT WITH THE PROPOSED
WORK, THE LOCATION, ELEVATION AND SIZE OF THE UTILITY SHALL BE
ACCURATELY DETERMINED WITHOUT DELAY BY THE CONTRACTOR, AND THE
INFORMATION FURNISHED TO THE ENGINEER FOR RESOLUTION OF
THE CONFLICT.

3. THE CONTRACTOR SHOULD MAINTAIN A SEPARATION OF 18 INCHES MIN.
WHEN CROSSING EXISTING WATER FACILITIES.

4. THE CONTRACTOR SHALL MAKE ALL ARRANGEMENTS FOR THE ALTERATION
AND ADJUSTMENT OF GAS, ELECTRIC, TELEPHONE AND ANY OTHER PRIVATE
UTILITIES BY THE UTILITY COMPANY.

5. THE CONTRACTOR SHALL NOT DISTURB PUBLIC
TREES AND SHRUBS.

6. AREAS OUTSIDE THE LIMITS OF PROPOSED WORK DISTURBED BY THE
CONTRACTOR'S OPERATIONS SHALL BE RESTORED BY THE CONTRACTOR TO
THEIR ORIGINAL CONDITION AT NO EXPENSE TO THE OWNER.

7. THE CONTRACTOR SHALL BE RESPONSIBLE FOR PLACING AND MAINTAINING
TEMPORARY RESURFACING AND/OR PLATING FOR ALL EXCAVATIONS IN PAVED
STREETS AND SIDEWALKS UNTIL PERMANENT RESURFACING IS COMPLETE.

8. JOINTS BETWEEN NEW BITUMINOUS CONCRETE ROADWAY PAVEMENT AND
SAW CUT EXISTING PAVEMENT SHALL BE SEALED WITH BITUMEN AND BACK
SANDED.

9. THE CONTRACTOR SHALL PROTECT AND SUPPORT ALL EXISTING UTILITY LINES
THAT BECOME EXPOSED DUE TO EXCAVATION REQUIRED TO INSTALL THE
PROPOSED CONDUIT.

10. THE CONTRACTOR SHALL REPLACE ALL DISTURBED TRAFFIC SIGNAL LOOP
DETECTORS TO GOOD WORKING CONDITION AS REQUIRED BY THE LATEST
STANDARDS OF THE MUNICIPAL TRAFFIC DEPARTMENT.

11. ALL EXISTING STATE, COUNTY, CITY, AND TOWN LOCATION LINES AND
PRIVATE PROPERTY LINES HAVE BEEN ESTABLISHED FROM AVAILABLE
INFORMATION AND THEIR EXACT LOCATION ARE NOT GUARANTEED.

12. THE CONTRACTOR SHALL REPLACE ALL PAVEMENT MARKINGS IN THEIR
ENTIRETY THAT HAVE BEEN DAMAGED BY TRENCH EXCAVATION OR
OPERATIONS OF THE CONTRACTOR WITH SIMILAR COLOR AND SIZE
THERMOPLASTIC MARKINGS.
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   - ITEM SHOWN ON UTILITY RECORDS,
BUT NOT FOUND IN FIELD.   *

N.T.S.

(1)-4" SCH 40 PVC

ROADWAY PATCH AND DUCT 
BANK INSTALLATION DETAIL

DUCT CONFIGURATION

PLACE WARNING TAPE

CONCRETE
ENCASED

ASPHALT PAVEMENT
IN 2 COURSES

6" MIN.

12"

24"
PROCESSED

GRAVEL

12"

12"

(1)-4" SCH 40 PVC

SOFT SHOULDER PATCH AND DUCT 
BANK INSTALLATION DETAIL

DUCT CONFIGURATION

N.T.S.

PLACE WARNING TAPE

REPLACE EXISTING
SURFACE 6" MIN.

12"

36"
SUITABLE FILL

12"

AS BUILT



P.1132/9

P.1132/11 P.1132/10

P.1132/9.5

B
A

R
N

ET
 B

LV
D

12"S

COMCAST
2'x3' VAULT #6 COMCAST

2'x3' VAULT #5
COMCAST

2'x3' VAULT #4

COMCAST
2'x3' VAULT #3

286' OF
(1)-4" PVC CONDUIT FROM

COMCAST VAULT #5 TO
COMCAST VAULT #4

126' OF
(1)-4" PVC CONDUIT FROM

COMCAST VAULT #4 TO
COMCAST VAULT #3

260' OF
(1)-4" PVC CONDUIT FROM

COMCAST VAULT #6 TO
COMCAST VAULT #5

6"
 G

R/W

R/W

R/W

R/
W

R/
W

R/W

R/
W

R/
W

R/W

R/W

VZ MH# 1152

JOHN VERTENTE BLVD

W

D

T

S

IRR

E

LEGEND

REV # DESCRIPTION DATE

CALL BEFORE YOU DIG

ENTER 1-888-DIG-SAFE

UNDERGROUND SERVICE ALERT

72 HOURS NOTICE REQUIRED.

NOTES:

EXISTING UTILITIES SHOWN ARE APPROXIMATE AND

NOT WARRANTED TO BE CORRECT. THE

CONTRACTOR SHALL VERIFY THE LOCATION OF ALL

PUBLIC AND PRIVATE UTILITIES PRIOR TO BEGINNING

ANY EXCAVATION.

CURRENT ROAD CONDITIONS:

www.ucseng.com 1-508-337-7600

21 OXFORD RD
MANSFIELD, MA 02048

Innovative Thinking.  Engineered Solutions. JOHN VERTENTE BLVD.

GENERAL NOTES

1. THE LOCATIONS OF EXISTING UNDERGROUND UTILITIES ARE SHOWN IN AN
APPROXIMATE WAY ONLY AND HAVE
NOT BEEN INDEPENDENTLY VERIFIED BY THE OWNER OR ITS REPRESENTATIVE.
THE CONTRACTOR SHALL DETERMINE THE EXACT LOCATION OF ALL EXISTING
UTILITIES BEFORE COMMENCING WORK, AND SHALL BE FULLY RESPONSIBLE FOR
ANY AND ALL DAMAGES WHICH MIGHT BE OCCASIONED BY THE CONTRACTOR'S
FAILURE TO EXACTLY LOCATE AND PRESERVE ANY AND ALL UNDERGROUND
UTILITIES.

2. WHERE AN EXISTING UTILITY IS FOUND TO CONFLICT WITH THE PROPOSED
WORK, THE LOCATION, ELEVATION AND SIZE OF THE UTILITY SHALL BE
ACCURATELY DETERMINED WITHOUT DELAY BY THE CONTRACTOR, AND THE
INFORMATION FURNISHED TO THE ENGINEER FOR RESOLUTION OF
THE CONFLICT.

3. THE CONTRACTOR SHOULD MAINTAIN A SEPARATION OF 18 INCHES MIN.
WHEN CROSSING EXISTING WATER FACILITIES.

4. THE CONTRACTOR SHALL MAKE ALL ARRANGEMENTS FOR THE ALTERATION
AND ADJUSTMENT OF GAS, ELECTRIC, TELEPHONE AND ANY OTHER PRIVATE
UTILITIES BY THE UTILITY COMPANY.

5. THE CONTRACTOR SHALL NOT DISTURB PUBLIC
TREES AND SHRUBS.

6. AREAS OUTSIDE THE LIMITS OF PROPOSED WORK DISTURBED BY THE
CONTRACTOR'S OPERATIONS SHALL BE RESTORED BY THE CONTRACTOR TO
THEIR ORIGINAL CONDITION AT NO EXPENSE TO THE OWNER.

7. THE CONTRACTOR SHALL BE RESPONSIBLE FOR PLACING AND MAINTAINING
TEMPORARY RESURFACING AND/OR PLATING FOR ALL EXCAVATIONS IN PAVED
STREETS AND SIDEWALKS UNTIL PERMANENT RESURFACING IS COMPLETE.

8. JOINTS BETWEEN NEW BITUMINOUS CONCRETE ROADWAY PAVEMENT AND
SAW CUT EXISTING PAVEMENT SHALL BE SEALED WITH BITUMEN AND BACK
SANDED.

9. THE CONTRACTOR SHALL PROTECT AND SUPPORT ALL EXISTING UTILITY LINES
THAT BECOME EXPOSED DUE TO EXCAVATION REQUIRED TO INSTALL THE
PROPOSED CONDUIT.

10. THE CONTRACTOR SHALL REPLACE ALL DISTURBED TRAFFIC SIGNAL LOOP
DETECTORS TO GOOD WORKING CONDITION AS REQUIRED BY THE LATEST
STANDARDS OF THE MUNICIPAL TRAFFIC DEPARTMENT.

11. ALL EXISTING STATE, COUNTY, CITY, AND TOWN LOCATION LINES AND
PRIVATE PROPERTY LINES HAVE BEEN ESTABLISHED FROM AVAILABLE
INFORMATION AND THEIR EXACT LOCATION ARE NOT GUARANTEED.

12. THE CONTRACTOR SHALL REPLACE ALL PAVEMENT MARKINGS IN THEIR
ENTIRETY THAT HAVE BEEN DAMAGED BY TRENCH EXCAVATION OR
OPERATIONS OF THE CONTRACTOR WITH SIMILAR COLOR AND SIZE
THERMOPLASTIC MARKINGS.
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   - ITEM SHOWN ON UTILITY RECORDS,
BUT NOT FOUND IN FIELD.   *

N.T.S.

(1)-4" SCH 40 PVC

ROADWAY PATCH AND DUCT 
BANK INSTALLATION DETAIL

DUCT CONFIGURATION

PLACE WARNING TAPE

CONCRETE
ENCASED

ASPHALT PAVEMENT
IN 2 COURSES

6" MIN.

12"

24"
PROCESSED

GRAVEL

12"

12"

(1)-4" SCH 40 PVC

SOFT SHOULDER PATCH AND DUCT 
BANK INSTALLATION DETAIL

DUCT CONFIGURATION

N.T.S.

PLACE WARNING TAPE

REPLACE EXISTING
SURFACE 6" MIN.

12"

36"
SUITABLE FILL

12"

AS BUILT



P.9010 /63/4

JOHN VERTENTE BLVD

COMCAST
2'x3' VAULT #2

COMCAST
2'x3' VAULT #1

COMCAST
2'x3' VAULT #1689' OF

(1)-4" PVC CONDUIT FROM
COMCAST VAULT #2 TO

COMCAST VAULT #1

48' OF
(1)-4" PVC CONDUIT FROM

COMCAST VAULT #1 TO
COMCAST VAULT #16

115' OF
AERIAL CABLE FROM

P.9010/63/4 TO
COMCAST POLE

220' OF
(1)-4" PVC CONDUIT FROM

COMCAST POLE TO
COMCAST VAULT #1

R/W

R/W

R/W

R/W

HORACIO'S SHEET METAL &
WELDING

#64
JOHN VERTENTE BLVD

230' OF
(1)-4" PVC CONDUIT FROM

COMCAST VAULT #3 TO
COMCAST VAULT #2

W

D

T

S

IRR

E

LEGEND

REV # DESCRIPTION DATE

CALL BEFORE YOU DIG

ENTER 1-888-DIG-SAFE

UNDERGROUND SERVICE ALERT

72 HOURS NOTICE REQUIRED.

NOTES:

EXISTING UTILITIES SHOWN ARE APPROXIMATE AND

NOT WARRANTED TO BE CORRECT. THE

CONTRACTOR SHALL VERIFY THE LOCATION OF ALL

PUBLIC AND PRIVATE UTILITIES PRIOR TO BEGINNING

ANY EXCAVATION.

CURRENT ROAD CONDITIONS:

www.ucseng.com 1-508-337-7600

21 OXFORD RD
MANSFIELD, MA 02048

Innovative Thinking.  Engineered Solutions. JOHN VERTENTE BLVD.

GENERAL NOTES

1. THE LOCATIONS OF EXISTING UNDERGROUND UTILITIES ARE SHOWN IN AN
APPROXIMATE WAY ONLY AND HAVE
NOT BEEN INDEPENDENTLY VERIFIED BY THE OWNER OR ITS REPRESENTATIVE.
THE CONTRACTOR SHALL DETERMINE THE EXACT LOCATION OF ALL EXISTING
UTILITIES BEFORE COMMENCING WORK, AND SHALL BE FULLY RESPONSIBLE FOR
ANY AND ALL DAMAGES WHICH MIGHT BE OCCASIONED BY THE CONTRACTOR'S
FAILURE TO EXACTLY LOCATE AND PRESERVE ANY AND ALL UNDERGROUND
UTILITIES.

2. WHERE AN EXISTING UTILITY IS FOUND TO CONFLICT WITH THE PROPOSED
WORK, THE LOCATION, ELEVATION AND SIZE OF THE UTILITY SHALL BE
ACCURATELY DETERMINED WITHOUT DELAY BY THE CONTRACTOR, AND THE
INFORMATION FURNISHED TO THE ENGINEER FOR RESOLUTION OF
THE CONFLICT.

3. THE CONTRACTOR SHOULD MAINTAIN A SEPARATION OF 18 INCHES MIN.
WHEN CROSSING EXISTING WATER FACILITIES.

4. THE CONTRACTOR SHALL MAKE ALL ARRANGEMENTS FOR THE ALTERATION
AND ADJUSTMENT OF GAS, ELECTRIC, TELEPHONE AND ANY OTHER PRIVATE
UTILITIES BY THE UTILITY COMPANY.

5. THE CONTRACTOR SHALL NOT DISTURB PUBLIC
TREES AND SHRUBS.

6. AREAS OUTSIDE THE LIMITS OF PROPOSED WORK DISTURBED BY THE
CONTRACTOR'S OPERATIONS SHALL BE RESTORED BY THE CONTRACTOR TO
THEIR ORIGINAL CONDITION AT NO EXPENSE TO THE OWNER.

7. THE CONTRACTOR SHALL BE RESPONSIBLE FOR PLACING AND MAINTAINING
TEMPORARY RESURFACING AND/OR PLATING FOR ALL EXCAVATIONS IN PAVED
STREETS AND SIDEWALKS UNTIL PERMANENT RESURFACING IS COMPLETE.

8. JOINTS BETWEEN NEW BITUMINOUS CONCRETE ROADWAY PAVEMENT AND
SAW CUT EXISTING PAVEMENT SHALL BE SEALED WITH BITUMEN AND BACK
SANDED.

9. THE CONTRACTOR SHALL PROTECT AND SUPPORT ALL EXISTING UTILITY LINES
THAT BECOME EXPOSED DUE TO EXCAVATION REQUIRED TO INSTALL THE
PROPOSED CONDUIT.

10. THE CONTRACTOR SHALL REPLACE ALL DISTURBED TRAFFIC SIGNAL LOOP
DETECTORS TO GOOD WORKING CONDITION AS REQUIRED BY THE LATEST
STANDARDS OF THE MUNICIPAL TRAFFIC DEPARTMENT.

11. ALL EXISTING STATE, COUNTY, CITY, AND TOWN LOCATION LINES AND
PRIVATE PROPERTY LINES HAVE BEEN ESTABLISHED FROM AVAILABLE
INFORMATION AND THEIR EXACT LOCATION ARE NOT GUARANTEED.

12. THE CONTRACTOR SHALL REPLACE ALL PAVEMENT MARKINGS IN THEIR
ENTIRETY THAT HAVE BEEN DAMAGED BY TRENCH EXCAVATION OR
OPERATIONS OF THE CONTRACTOR WITH SIMILAR COLOR AND SIZE
THERMOPLASTIC MARKINGS.

M
:\

CA
DD

\C
O

M
CA

ST
\J

O
BS

\jo
hn

 v
er

te
nt

e 
bl

vd
 n

ew
 b

ed
fo

rd
\A

A 
- A

U
TO

CA
D\

JO
H

N
 V

ER
TE

N
TE

 B
LV

D 
AS

-B
U

IL
T.

dw
g

09
/1

4/
20

15

   - ITEM SHOWN ON UTILITY RECORDS,
BUT NOT FOUND IN FIELD.   *

STREET

RISER LOCATION
N.T.S.

TYPE: UNK

EDGE OF PAVEMENT

RISER
CLASS: UNK
YEAR: UNK

TRAFFIC

GROUND BEHIND

COMCAST
POLE

N.T.S.

(1)-4" SCH 40 PVC

ROADWAY PATCH AND DUCT 
BANK INSTALLATION DETAIL

DUCT CONFIGURATION

PLACE WARNING TAPE

CONCRETE
ENCASED

ASPHALT PAVEMENT
IN 2 COURSES

6" MIN.

12"

24"
PROCESSED

GRAVEL

12"

12"

(1)-4" SCH 40 PVC

SOFT SHOULDER PATCH AND DUCT 
BANK INSTALLATION DETAIL

DUCT CONFIGURATION

N.T.S.

PLACE WARNING TAPE

REPLACE EXISTING
SURFACE 6" MIN.

12"

36"
SUITABLE FILL

12"

AS BUILT


