SUBSURFACE ROOF RECHARGE UNIT SIZING CALCULATIONS:

ROUTING BY STOR—IND METHOD, TIME SPAN= 0.00-30.00 HRS, DT= 0.05 HRS
PEAK ELEV= 93.93' @ 12.73 HRS SURF.AREA= 66 SF REQUIRED STORAGE= 130 CF

NO PART OF THIS DOCUMENT MAY BE REPRODUCED, STORED IN A RETRIEVAL SYSTEM, OR TRANSMITTED IN ANY FORM OR BY ANY MEANS, ELECTRONIC,

MECHANICAL, PHOTOCOPYING, RECORDING OR OTHERWISE, WITHOUT THE EXPRESS WRITTEN CONSENT OF FARLAND CORP.
ANY MODIFICATIONS MADE TO THIS DOCUMENT WITHOUT THE WRITTEN PERMISSION OF FARLAND CORP. SHALL RENDER IT INVALID AND UNUSABLE.

COPYRIGHT © 2017 FARLAND CORP. ALL RIGHTS RESERVED

-

NOTES:

1. TOPOGRAPHIC AND PROPERTY LINE SURVEY PERFORMED BY FARLAND CORP. IN NOVEMBER OF 2017.

2. PORTION OF DRIVEWAY BETWEEN EDGE OF ROADWAY AND PROPERTY LINE SHALL BE CONCRETE.

3. WETLAND RESOURCES AREA DELINEATED BY JOHN ZIMMER, P.W.S. IN NOVEMBER OF 2015 AS SHOWN ON PLAN
ENTITLED “DEFINITIVE SUBDIVISION PLANS — STONEY BROOK FARM" DATED MAY 11, 2017 BY CAVANARO
CONSULTING.

4. A SIGN STATING PROTECTED CONSERVATION AREA EXISTS BEYOND THE STONEWALL AND IS TO REMAIN UNDISTURBED
PER ORDER OF THE NEW BEDFORD CONSERVATION COMMISSION SHALL BE PLACED ON THE STONEWALL, FENCING,
OR ABORVITAE.

9. STONEWALL, FENCING OR ROW OF ARBORVITAE SHALL BE PLACED AT THE LIMIT OF WORK. IF RELOCATED
STONEWALLS ARE USED THEY SHOULD BE A MINIMUM 3-4' TALL.

6. ROOF RECHARGE SYSTEMS HAVE BEEN OVER DESIGNED TO WITHSTAND THE 100-YEAR STORM EVENT AND THE
TIE-IN OF A SUMP PUMP SYSTEM, IF NECESSARY.

7. IF SUMP PUMP IS INSTALLED, A CONCRETE LIP MUST BE INSTALLED AROUND THE SUMP PUMP.

INFLOW DEPTH = 6.76" FOR 100—YEAR STORM EVENT

INFLOW AREA = 734 SF, 100.00% IMPERVIOUS,

INFLOW = 0.1 CFS @ 12.09 HRS, VOLUME= 414 CF

OUTFLOW = 0.01 CFS @ 11.55 HRS, VOLUME= 414 CF, ATTEN= 89%, LAG= 0.0 MIN
DISCARDED = 0.01 CFS @ 11.55 HRS, VOLUME= 414 CF
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GASKETED LID, FRP

ELECTRICAL QUICK

DISCONNECT NEMA 6P (EQD)

QUICK DISCONNECT

ASSEMBLY (304 S.S.) '8

S.S. CAST BALL VALVE
DISCHARGE

1-1/4" FPT :

N

CORD CONNECTOR
PROTECTIVE CABLE

SHROUD (HDPE)
POWER/ALARM CABLE

FHEN /6 CONDUCTOR W/GND

E/ONE EQUALIZER

INTERNAL WELL
VENT 2'¢

INLET, GROMMET TO

ACCEPT 4.5” 0.D. PVC

PIPE (STANDARD). DUST
COVER SUPPLIED FOR

SHIPMENT (NOT SUITABLE

1-1/4" DISCHARGE LINE FOR BURIAL)
(304 SS.)
CHECK VALVE ALARM .
416" NORYL
1057 MM ON . 3607
ANTI=SIPHON \ 26
P
HDPE TANK DUAL i, L
32 GAL.
WALL, CORRUGATED o1 L
70 GAL. CAPACITY
SEMI-POSITIVE_DISPLACEMENT 14"
TYPE PUMP. EACH DRIVEN 29.5" 345 MM NOTE:
BY A 1 HP MOTOR E— —1 24 GAL NOTE:
749 MM o CONCRETE BALLAST MAY BE
REQUIRED SEE INSTALLATION
INSTRUCTIONS FOR DETALLS
E-ONE GRINDER PUMP
NOT TO SCALE
10 20’ 30’
7 =10

\ REVISIONS
1110/5/20 | CONSERVATION COMMENTS
- ZONING DATA - 2 [12/21/20 PLAN UPDATED
DISTRICT: RA — RESIDENTIAL A = WIAEAR BRHEBRE N
- 4 2/4/2 CLIENT REQUEST
DESCRIPTION REQUIRED PROVIDED
LOT AREA 8,000 S.F. 14,6411+ SF.
LOT FRONTAGE 75 FT 78.52 FT
FRONT SETBACK 20 FT 20.6% FT
SIDE SETBACK 10/12 FT 10.61/28.0% FT
REAR SETBACK 30 FT 82.4% FT
BUILDING HEIGHT (MAXIMUM) 45 FT 30t FT
BUILDING COVERAGE (MAXIMUM) 30 % 10.0+ 7
LOT COVERAGE (MAXIMUM) 65 7% 14.0% 7
__ WETLAND UPLAND _
LIMIT OF WORK
o — o
. STAKES
\\
BALE OF HAY ]
g
. i - www.FarlandCorp.com
S I S | Ve 401 COUNTY STREET
T ' NEW BEDFORD, MA 02740
NATIVE SOIL P.508.717.3479
OFFICES IN:
STAKED HAY BALES ®TAUNTON
AT eMARLBOROUGH
e WARWICK, RI
DRAWN BY: JT
° DESIGNED BY: JT
CHECKED BY: CAF
OPTIONS: [[] DHO71 (HARD WIRED LEVEL CONTROLS)
[] DRO7/1 (WRELESS LEVEL CONTROLS) STRAIN RELIEF

SI'TE PLAN
— FARLAND CIRCLE —

ASSESSORS MAP 130D LOT 475
NEW BEDFORD, MASSACHUSETTS

PREPARED VAZ CONSTRUCTION

51 BRIGHAM STREET

FOR:

NEW BEDFORD, MA 02740

AUGUST 17, 2020

SCALE: 1"=10"

JOB NO. 20-421.06

LATEST REVISION:
FEBRUARY 4, 2021
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