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EROSION AND SEDIMENT CONTROL NOTES: DEMOLITION NOTES: LEGEND:
1. THE EROSION AND SEDIMENTATION CONTROLS SHOWN ON THE PLANS ARE INTENDED TO REPRESENT THE MINIMUM CONTROLS 1. UTILITY SERVICE TO THE FACILITY SHALL NOT BE INTERRUPTED DUE TO UTILITY WORK SHOWN HEREON. ALL ———— " PRIOR TO COMMENCING WORK, CONTRACTOR
NECESSARY TO MEET ANTICIPATED SITE CONDITIONS. ADDITIONAL MEASURES SHALL BE IMPLEMENTED AS CONDITIONS UTILITIES SHALL BE MAINTAINED THROUGHOUT CONSTRUCTION. | | SHALL EXCAVATE TEST PIT TO CONFIRM
WARRANT OR AS DIRECTED BY THE OWNER OR OWNER’S REPRESENTATIVE. ll____)@ LOCATION, ELEVATION, AND SIZE OF UTILITY.
3. PRIOR TO COMMENCING SITE WORK IN ANY AREA, THE CONTRACTOR SHALL LOCATE EXISTING UTILITIES WITH THE PROVIDE INFORMATION TO ENGINEER. PROJECT NO.: 20109.00
2. CONTRACTOR SHALL FURNISH, INSTALL, AND MAINTAIN SILT SACKS IN ALL EXISTING AND NEWLY INSTALLED CATCH BASINS PROJECT AREA USING GROUND-PENETRATING RADAR OR OTHER NONDESTRUCTIVE SURVEY METHODS. THE DATE: MARCH 2021
UNTIL THE UPSTREAM AREA IS STABILIZED. CONTRACTOR SHALL BE RESPONSIBLE FOR ANY EXISTING UTILITIES OR STRUCTURES WITHIN THE PROJECT AREA SCALE. =40
DEPICTED AND NOT DEPICTED ON THE PLANS. ANY DAMAGE TO EXISTING WORKING UTILITIES OR STRUCTURES : _ -
3. CONTRACTOR SHALL INSTALL AND MAINTAIN CONSTRUCTION ENTRANCES AT ALL POINTS OF EGRESS FROM THE SITE NOT INTENDED TO BE REMOVED SHALL BE RESTORED TO ORIGINAL CONDITION AT NO ADDITIONAL COST TO THE DESIGNED BY: KM
THROUGHOUT CONSTRUCTION. OWNER. CHECKED BY: MA/VH
DRAWN BY: AWB/AKL/ACT
4. THE CONTRACTOR SHALL MAINTAIN EROSION CONTROLS THROUGHOUT CONSTRUCTION. THE CONTRACTOR SHALL REPLACE 4. PRIOR TO ANY UTILITY AND/OR DRAINAGE SYSTEM DEMOLITION, PROVISIONS FOR MAINTAINING THE UTILITY SHALL APPROVED BY: DLP
DAMAGED EROSION CONTROLS AT THE OWNER AND ENGINEER’S REQUEST AT NO ADDITIONAL EXPENSE TO THE OWNER. BE APPROVED BY THE OWNER OR THE OWNER’S REPRESENTATIVE BEFORE ANY RELATED WORK MAY COMMENCE. DRAWING TITLE.
5. THE CONTRACTOR SHALL NOT LEAVE DISTURBED AREAS UNSTABILIZED FOR PERIODS MORE THAN 14 DAYS. PROVIDE 5. ALL TEMPORARILY CUT UTILITIES SHALL BE PROTECTED FROM SEDIMENTATION UNTIL IT IS CONNECTED IN ITS
TEMPORARY SEED OR MULCH ON DISTURBED AREAS THAT WILL REMAIN EXPOSED FOR GREATER THAN 14 DAYS. POST—CONSTRUCTION POSITION. DEMOLITION, EROSION
& SEDIMENT CONTROL
6. INSTALL EROSION CONTROLS DOWNSTREAM OF ANY DISTURBED AREAS TO REDUCE POTENTIAL FOR EROSION. CONTRACTOR 6. REFER TO ”CIVIL NOTES AND LEGEND” FOR ADDITIONAL NOTES. Scale: 1"=40' PLAN
SHALL INDICATE LOCATIONS OF EROSION CONTROLS FOR REVIEW WITH GENERAL CONTRACTOR AND OWNER’S REPRESENTATIVE
PRIOR TO COMMENCING WORK. 0 040 30" DRAWING NO.:
7. REFER TO ”CIVIL NOTES AND LEGEND” FOR ADDITIONAL NOTES. NOT FOR CONSTRU CT|ON C21
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