NEW 5x6 ALUM. GUTTER

NEW 4° ALUM. GUTTER

EXISTING MTL. FLASHING CAP TO REMAIN,
PROTECT FROM DAMAGE, TYP.

EXISTING ROOFING & ROOFING STRUCTURE TO REMAIN, —
PROTECT FROM DAMAGE, TYP. U.N.O.

EXISTING SOFFIT TO REMAIN, SCRAPE, SAND & PAINT —/1

NEW 4" ALUM. D/S ]
N

é EXISTING WALL FINISH TO
REMAIN, SCRAPE, SAND &
PAINT, TYP.

EXISTING OVERHEAD SECTIONAL DOOR
TO REMAIN, PROTECT FROM DAMAGE

L EXISTING WALL FINISH TG REMAIN,

SCRAPE, SAND & PAINT, TYP.

-

REPAIR EXISTING FLASHING CAP EDGE —/
DAMAGED DURING DEMOLITION

NEWY 1x10 PYC RAKE BD., TYP.
MNEW 5x6 ALUM. GUTTER, TYP.

EXTERIOR WALL - EXISTING FRAMED CONSTRUCTION:
- %" GYP. BD., PTD. ON MTL. FURRING CHANNELS

@ 16" 0.C., COORDINATE W/ FINISH SCHEDULE

- EXISTING WD. STUD FRAMING

- R-21 KRAFT-FACED FIBERGLASS INSULATION

- %" PLYWD. SHEATHING

- CARLISLE BARRISEAL S

- MTL. FURRING CHANNELS @ 16" 0.C. OR AS INDICATED
BY MTL. SIDING MANUFACTURER

- STEELOGIC DW-01 MTL, SIDING

NEW ALUM. FLASHING

NEW 1x10 PVC RAKE BD., TYP.

NEW 5x6 ALUM. GUTTER, TYP.

NEW MTL. SOFFIT PANEL OVER EXISTING
NEW MTL. ROD & TURNBUCKLE SUPPORTS,
TYP. ALL CANOPIES

NEW ALUM. CANOPY W/ STANDING SEAM
MTL. ROOF, FACE TO BE CLAD WITH
STEELOGIC DW-01 MTL. PANEL, TYP.

NEW 4" ALUM. DIS

NEW STEELOGIC INSIDE MTL. CORNER TRIM
NEW STEELOGIC MTL. CORNER TRIM

NOATH ELEVATION
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NEW EAVE CONSTRUCTION @ EXISTING WALL, REF. TO

EXISTING WALL FINISH TO REMAIN, SCRAPE, SAND & PAINT

EXISTING CHIMNEY TO REMAIN, PROTECT FROM DAMAGE
EXISTING PLUMBING VENT, REF, TO PLUMBING 1\

NEW 1x10 PYC RAKE BD., TYP.
NEW ALUM. FLASHING

NEW 5x6 ALUM. GUTTER, TYP.
NEW MTL. SOFFIT PANEL OVER EXISTING
NEW STEELOGIC MTL. CORNER TRIM
NEW MTL. ROD & TURNBUCKLE SUPPORTS,
TYP. @ ALL CANOPIES
NEW ALUM. CANOPY W/ STANDING SEAM
MTL. ROOF, FACE TO BE CLAD WITH
STEELOGIC DW-01 MTL. PANEL, TYP. J_/
NEW VINYL WINDOW, REF. TO WINDOW

Lt

DETAIL XX / A-XXX

NEW EAVE CONSTRUCTION @ NEW CMU WALL, REF. TO DETAIL XX/ A-XXX

NEW 1x10 PVC RAKE BD., TYP,

S1 s2yY—

A-302

NEW ALUM. STOREFRONT ENTRY,

REF. TO DOOR SCHEDULE, TYP.

LINE OF SPLICE BETWEEN EXISTING & NEW
MEMBRANE ROOFING @ EAVE REPAIRS, TYP
EXISTING ROOFING & ROOF STRUCTURE

TO REMAIN, PROTECT FROM
DAMAGE

()

A-302

EXISTING ROOFING & ROOF STRUCTURE
TO REMAIN, PROTECT FROM DAMAGE

NEW 5x6 ALUM. GUTTER, TYP.
NEW 4" ALUM. D/S., TYP.
NEW 1x10 PVC FASCIA

£

@

SCHEDULE, TYP. THIS ELEVATION

— —M ALUM.

NEW STEELOGIC MTL) TRIM Jg';

NEW STEELOGIC MTL. TRIM

W MTL. DOOR, REF. TO DOOR
SCHEDULE,TYP,

NEW STEELOGIC MTL.

CORNERT

NEW 4" ALUM. D/S, TYP.

LINE INDICATES SEAM @ NEW MTL. PANELS, TYP.
EXTERIOR WALL - EXISTING FRAMED CONSTRUCTION:

EXTERIOR WALL - EXISTING MASONRY CONSTRUCTION: J

-%" GYP. BD., PT'D. ON MTL. FURRING CHANNELS

@ 16" 0.C., COORDINATE W/ FINISH SCHEDULE

- EXISTING WD. STUD FRAMING

- R-21 KRAFT-FACED FIBERGLASS INSULATION

- %" PLYWD. SHEATHING

- CARLISLE BARRISEAL S

-MTL, FURRING CHANNELS @ 16" O.C. OR AS INDICATED
BY MTL. SIDING MANUFACTURER

- STEELOGIC DW-01 MTL. SIDING

-%" GYP. BD., PT'D. ON MTL. FURRING CHANNELS

@ 16" 0.C., COORDINATE W/ FINISH SCHEDULE

- EXISTING MASONRY WALL STRUCTURE

- CARLISLE BARRISEAL S

- 2" CONT. POLYISOCYANURATE RIGID INSULATION ON
EXTERIOR (R = 6.0/ IN.)

- MTL. FURRING CHANNELS @ 16" O.C. OR AS INDICATED
BY MTL. SIDING MANUFACTURER

- STEELOGIC DW-01 MTL. SIDING

L

/l

EXTERIOR WALL - NEW MASONRY CONSTRUCTION:

-%" GYP.BD., PT'D. ON MTL. FURRING CHANNELS
@ 16" O.C., COORDINATE W/ FINISH SCHEDULE

- 8" CMU WALL

- CARLISLE BARRISEAL S
- 2" CONT. POLYISOCYANURATE RIGID INSULATION ON
EXTERIOR (R=6.0/IN.)
- MTL. FURRING CHANNELS @ 16" O.C. OR AS INDICATED
BY MTL. SIDING MANUFACTURER

- STEELOGIC US-11 MTL, SIDING

L

/|

EXTERIOR WALL - NEW MASONRY CONSTRUCTION: L

- COORDINATE INTERIOR FINISH W/ FINISH SCHEDULE

- 8" CMU WALL
- CARLISLE BARRISEAL S

- 2" CONT. POLYISOCYANURATE RIGID INSULATION ON

EXTERIOR (R=6.0/IN.)

- MTL. FURRING CHANNELS @ 16" O.C. OR AS INDICATED

BY MTL. SIDING MANUFACTURER
- STEELOGIC DW-01 MTL. SIDING

Al

EXTERIOR WALL - EXISTING FRAMED CONSTRUCTION:

- COORDINATE INTERIOR FINISH W/ FINISH SCHEDULE

- EXISTING WD. STUD FRAMING

- R-21 KRAFT-FACED FIBERGLASS INSULATION

-%" PLYWD. SHEATHING

- CARLISLE BARRISEAL S

- MTL. FURRING CHANNELS @ 16" O.C. OR AS INDICATED
BY MTL. SIDING MANUFACTURER

- STEELOGIC 7.2 PANEL MTL. SIDING

SouTv ELCVATTORY
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EXISTING CHIMNEY TO REMAIN
NEW 1x10 PVC FASCIA, TYP.
EXTERIOR WALL - EXISTING FRAMED CONSTRUCTION:

EXISTING SKYLT, TO REMAIN, PROTECT FROM
DAMAGE, TYP,

EXISTING ROOFING TO REMAIN,

PROTECT FROM DAMAGE, TYP.

- %" GYP. BD., PTD. ON MTL. FURRING CHANNELS

@ 16" 0.C., COORDINATE W/ FINISH SCHEDULE

- EXISTING WD. STUD FRAMING

- R-21 KRAFT-FACED FIBERGLASS INSULATION

- %" PLYWD. SHEATHING

- CARLISLE BARRISEAL S

- MTL. FURRING CHANNELS @ 16" 0.C. OR AS INDICATED
BY MTL. SIDING MANUFACTURER

- STEELOGIC DW-01 MTL. SIDING

NEW 5x6 ALUM. GUTTER TYP.

NEW 1x10 PVC RAKE BD., TYP.

NEW 4" ALUM. D/S, TYP.

EXTERIOR WALL - EXISTING MASONRY CONSTRUCTION:

SCRAPE, SAND & PAINT EXISTING
WALL FINISH

- %" GYP. BD., PT'D. ON MTL. FURRING CHANNELS

@ 16" 0.C., COORDINATE W/ FINISH SCHEDULE

- EXISTING MASONRY WALL STRUCTURE

- CARLISLE BARRISEAL S

- 2" CONT, POLYISOCYANURATE RIGID INSULATION ON
EXTERIOR (R=6.0/IN.)

- MTL. FURRING CHANNELS @ 16" O.C. OR AS INDICATED
BY MTL. SIDING MANUFACTURER

- STEELOGIC DW-01 MTL. SIDING

NEW STEELOGIC MTL. CORNER N—

TRIM

— S

NEWY 1x10 PVC RAKE BD, TYP.
NEW 1x10 PVC FASCIA BD.

NEW 5x6 ALUM. GUTTER, TYP.
NEW 1x10 PVC FASCIA, TYP,

EXISTING ROOFING TO REMAIN,
PROTECT FROM DAMAGE, TYP.

d_:l

PROTECT FROM DAMAGE, TYP.

\— EXISTING WALL FINISH TO REMAIN,
SCRAPE, SAND & PAINT, TYP. N\

——

EXISTING WINDOWS TO REMAIN,

EXISTING DOOR TG REMAIN,

& PAINT, TYP.

* \x EXISTING WALL FINISH
TO REMAIN, SCRAPE, SAND
N

PROTECT FROM DAMAGE, TYP.

NEW 4" ALUM. D/S, TYP.

bl

KW

/— NEW 4* ALUM. D/S. TYP.

EXISTING ALUM. FLASHING CAP TO
REMAIN, PROTECT FROM DAMAGE

EXISTING WALL, SCRAPE, SAND &
PAINT

SCRAPE. SAND & PAINT EXISTING WALL

AT ELEVATIYON
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02
A-403

REPAIR MTL. FLASHING CAP @ EXISTING

PARAPET WALL. TYP.

NEW 1x10 PVC FASCIA, TYP.

NEW 4' ALUM. O/S., TYP.

NEW 5x6 ALUM. GUTTER, TYP.

NEW MTL. OVERHEAD SECTIONAL DOOR,
REF. TO DOOR SCHEDULE, TYP. |

XX
A

TYP. @ WEST ELEVATION
OVERHEAD DOORS

EXISTING MTL. OVERHEAD DOOR TO REMAIN,
PROTECT FROM DAMAGE, TYP.

|
|

NEW 1x\0
NEW VI

N

NEW 5x

NEW ALUM. GANOPY Wi STANDING SEAM (o1
MTL. ROOF, FACE TO BE CLAD WITH \p1
STEELOGIC DW-01 MTL. PANEL, TYP.

VC RAKE BD., TYP.
L WINDOW, REF. TO

A-301

EXISTING ROOFING & ROOF STRUCTURE
TO REMAIN, PROTECT FROM DAMAGE

NEW 1x10 PVC RAKE BD.
NEW 5x8 ALUM. GUTTER, TYP.

WINDOW SCHEDULE, TYP.
EW 1x10 PVC FASCIA, TYP.
LUM. GUTTER, TYP.

TR

NEW 4" ALUM, D/S
NEW STEELOGIC MTL. CORNER TRIM

NEW ALUM. CANOPY W/ STANDING SEAM

=

MTL. ROOF, FACE TO BE CLAD WITH

STEELOGIC DW-01 MTL. PANEL, TYP.

(2

|
;
E
!
I
I
|

1]
EXTERIOR WALL - NEW MASONRY CONSTRUCTION:

- %" GYP. BD., PT'D. ON MTL. FURRING CHANNELS
@ 16" 0.C., COORDINATE W/ FINISH SCHEDULE

- 8" CMU WALL

- CARLISLE BARRISEAL S

- 2" CONT. POLYISOCYANURATE RIGID
INSULATION ON EXTERIOR (R=6.0/IN.)

- MTL. FURRING CHANNELS @ 16" O.C. OR AS
INDICATED BY MTL. SIDING MANUFACTURER

- STEELOGIC 7.2 PANEL MTL. SIDING

| | - =7 |
\ | ‘ Wi w2
I 129) | | 27) 126) N_ Al
i 1 ) | T i M
A AL I I ‘ i | H
5 L\ NEW STEELOGIC MTL. TRIM - \ = /
NEW 4" ALUM. D/S., TYP. NEW STEELOGIC MTL. CORNER TRIM NEW STEELOGIC MTL. TRIM
L l i, 0 L i L
EXTERIOR WALL - EXISTING MASONRY EXTERIOR WALL - NEW MASONRY CONSTRUCTION: EXTERIOR WALL - NEYY MASONRY CONSTRUCTION: EXTERIOR WALL - EXISTING FRAMED EXTERIOR WALL - EXISTING FRAMED
CONSTRUCTION: -%" GYP. BD., PT'D. ON MTL. FURRING CHANNELS - COORDINATE INTERIOR FINISH W/ FINISH SCHEDULE CONSTRUCTION: CONSTRUCTION:
-%" GYP. BD., PT'D. ON MTL. FURRING CHANNELS @ 16" 0.C., COORDINATE W/ FINISH SCHEDULE - 8" CMU WALL - %" GYP. BD., PTD. ON MTL. FURRING -%" GYP. BD., PT'D. ON MTL. FURRING
@ 16" 0.C., COORDINATE W/ FINISH SCHEDULE - 8" CMU WALL - CARLISLE BARRISEAL S CHANNELS CHANNELS
- EXISTING CMU WALL - CARLISLE BARRISEAL S - 2" CONT, POLYISOCYANURATE RIGID INSULATION ON @ 16" 0.C., COORDINATE W/ FINISH @ 16" 0.C., COORDINATE W/ FINISH
- CARLISLE BARRISEAL S - 2" CONT. POLYISOCYANURATE RIGID EXTERIOR (R =6.0/IN.) SCHEDULE SCHEDULE

- 2" CONT. POLYISOCYANURATE RIGID
INSULATION ON EXTERIOR (R =6.0/IN.)

- MTL. FURRING CHANNELS @ 16" O.C. ORAS
INDICATED BY MTL. SIDING MANUFACTURER
- STEELOGIC 7.2 PANEL MTL. SIDING

INSULATION ON EXTERIOR (R =6.0/IN.)

- MTL. FURRING CHANNELS @ 16" O.C. OR AS
INDICATED BY MTL. SIDING MANUFACTURER
- STEELOGIC 7.2 PANEL MTL. SIDING

- MTL. FURRING CHANNELS @ 16" O.C. OR AS INDICATED
BY MTL. SIDING MANUFACTURER
- STEELOGIC DW-01 MTL. SIDING

- EXISTING WD. STUD FRAMING
- R-21 KRAFT-FACED FIBERGLASS INSULATION
-%" PLYWD, SHEATHING

- CARLISLE BARRISEAL S

= MTL. FURRING CHANNELS @ 16" 0.C. ORAS

INDICATED BY MTL. SIDING MANUFACTURER
-STEELOGIC US-11 MTL. SIDING

- EXISTING WD. STUD FRAMING

- R-21 KRAFT-FACED FIBERGLASS INSULATION
- %" PLYWD, SHEATHING

- CARLISLE BARRISEAL S

- MTL. FURRING CHANNELS @ 16" 0.C. CR AS
INDICATED BY MTL. SIDING MANUFACTURER

- STEELOGIC DW-01 MTL. SIDING

Wesr wevkTIoN
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EXTERIOR WALL FINISH TO RENMAIN, SCRAPE. SAND & PAINT

EXTERIOR WALL - EXISTING MASONRY CONSTRUCTION;
GYP, BD,, PTD. ON MTL, FURRING CHANNELS

@ 16" 0.C., CODRDINATE W/ FINISH SCHEOULE
~EXISTING MASONRY WALL STRUCTURE

EXTERIOR WALL FINISH TO REMAIN, SCRAPE, SAND & PAINT

/o)
il

EXISTING DOOR TO REMAIN.
PROTECT FROM DAMAGE

- CARLISLE BARRISEAL 8

- 2" CONT. POLY|SOCYANURATE RIGID INSULATION ON
EXTERIOR (R=6.0/IN,)

=MTL. FURRING CHANNELS @ 16" 0.C. OR AS INDICATED
BY MTL. SIDING MANUFACTURER

- STEELOGIC DW-01 MTL. SIDING

EXISTING
018 J

EXISTING STAIR TO REMAIN,
PROTEGT FROM DAMAGE

EXISTING OVERHEAD SECTIONAL DOOR TO REMAIN,

PROTECT FROM DAMAGE

STORAGE

EXISTING OVERHEAD SECTIONAL DOOR TO REMAIN,
PROTECT FROM DAMAGE

b= INFILL & FINISH
ARQUND NEYY DOOR.

Gre ]

EXISTING STAIR TO REMAIN,
PROTECT FROM DAMAGE

MWAY

Eastee o

g

1)

| 121

PSR TS AL NTEER O,

44"s

149" R.0.

[~ EXTERIOR WALL - EXISTING FRAMED CONSTRUCTION:

- COORDINATE INTERIOR FINISH W/ FINISH SCHEOULE

= EXISTING WD. STUD FRAMING

- R-21 KRAFT-FACED FIBERGLASS INSULATION

-%" PLYWD. SHEATHING

- CARLISLE BARRISEAL §

= MTL. FURRING CHANNELS @ 16" 0.C. OR AS INDICATED
BY MTL. SIDING MANUFACTURER

= STEELOGIC 7.2 PANEL MTL. SIDING

1.7

MO, |44/

125)

[}

[~ EXTERIOR Y¥VALL - NEW MASONRY CONSTRUCTION:

- COORDINATE INTERIOR FINISH ¥/ FINISH SCHEDULE
-8 CMU

- CARLISLE BARRISEAL §

= 2" CONT. POLYISOCYANURATE RIGID INSULATION ON
EXTERIOR (R=6.0/IN.)

= MTL. FURRING CHANNELS @ 16' 0.C. OR AS INDICATED
BY MTL. SIDING MANUFACTURER

= ETEELDGIC DAY-01 MTL. SIDING

354672

o

OFFIC
(104 ]

|
|

@ N |/

2 ELEVATION

RS

TYP. @ WE
OVERHEAD

83"t 1240 1.0, 547

EXISTING OPENING

542 120" M0, T-¥s

LOBBY
0o9_]J

=)

120" M0, e

EXISTING COLUMN TO
REMAIN PROTECT
FROM DAMAGE

F—mnwc ROOM
(195 _]

EXTERIOR WALL - NEW MASONRY CONSTRUGTION:

-%’ GYP. BD., PTD. ON MTL. FURRING CHANNELS

@ 16° 0.C., COORDINATE VI FINISH SCHEDULE

-8 CMU WALL

-CARLISLE BARRISEAL §

- 2" CONT. POLYISOCYANURATE RIGID INSULATICN ON
EXTERIOR (R = 6.0/ IN.)

1 - MTL. FURRING CHANNELS @ 16" 0.C. OR AS INDICATED
| BY MTL. SIDING MANUFACTURER

- STEELOGIC US-11 MTL. SIDING

| |— EXTERIOR ¥iALL - EXISTING MASONRY CONSTRUCT

2 YP, BD.. PTD. ON MTL. FURRING CHANNELS

| @ 16" 0.C., COORDINATE W/ FINISH SCHEDULE

- EXISTING MASONRY WALL STRUGTURE

- CARLISLE BARRISEAL S

-2’ CONT. POLYISOCYANURATE RIGID INSULATIGN GN

| EXTERIOR (R=B.0/IN.)

! - ML, FURRING CHANNELS @ 16° O.C. OR AS INGICATED

BY MTL. SIDING MANUFACTURER
- STEELOGIC DW-01 MTL. SIDING

B-201

EXTERIOR WALL - NEVi MASONRY CONSTRUCTION: J EXTERIOR WALL - EXISTING MASONRY

- %" GYP. BD,, PTD. GN MTL. FURRING CHANNELS
@ 16" 0.C., COORDINATE W/ FINISH SCHEDULE

- 8" CMU WALL

- CARLISLE BARRISEAL §

= 2° CONT. POLYISOCYANURATE RIGID
INSULATION ON EXTERIOR (R=8.0/IN.)

- MTL. FURRING CHANNELS @ 16" 0.C. ORAS
INDICATED BY MTL. SIDING MANUFACTURER

- STEELOGIC 7.2 PANEL MTL. SIDING

L]
CONSTRUCTION:
- %" GYP. BD., PTD. ON MTL. FURRING CHANNELS
@ 16" 0.C., COORDINATE W/ FINISH SCHEDULE
= EXISTING CMU WALL
- CARLISLE BARRISEAL §
-2" CONT, POLYISOCYANURATE RIGID
INSULATION ON EXTERIOR (R = 6.0/ IN.)
- MTL. FURRING CHANNELS @ 16" 0.C. ORAS
INDICATED BY MTL. SIDING MANUFACTURER
- STEELOGIC 7.2 PANEL MTL. SIDING

1
EXTERIOR YVALL - NEYY MASONRY CONSTRUCTION;

- % GYP, BD., PT'C. ON MTL. FURRING CHANNELS
@ 16° 0.C., COORDINATE W/ FINISH SCHEDULE
-8 CMU WALL

- CARLISLE BARRISEAL 5

- 2" CONT. POLYISOCYANURATE RIGID
INSULATION ON EXTERIOR (R = 6.0/ IN.)

- MTL. FURRING CHANNELS @ 16° 0.C. ORAS
INDICATED BY MTL. SIDING MANUFACTURER

- STEELOGIC 7.2 PANEL MTL. SIDING

J EXTERIOR WALL - NEW MASONRY CONSTRUCTION: —J

- COORDINATE INTERIOR FINISH W/ FINISH SCHEDULE

- 8" CMU WALL

- CARLISLE BARRISEAL §

- 2" CONT. POLYISOCYANURATE RIGID INSULATION ON
EXTERICR(R=6.0/IN)

- MTL. FURRING CHANNELS @ 16" 0.C. OR AS INDICATED
BY MTL. SIDING MANUFACTURER

- STEELOGIC DW-01 MTL, SIDING

|— EXTERIOR WALL - EXISTING FRAMED
CONSTRUCTION:
- %" GYP.ED.. FTD. ON MTL. FURRING
CHANNELS
@ 16° 0.C.. COORDINATE Wi FINISH
SCHEDULE
- EXISTING WD, STUD FRAMING
- R-21 KRAFT-FAGED FIBERGLASS INSULATION
- %" PLYVID. SHEATHING
- CARLISLE BARRISEAL §
- MTL. FURRING CHANNELS @ 18" 0.C. OR AS
INDICATED BY MTL. SIDING MANUFACTURER
- STEELOGIC US-11 MTL, SIDING

L EXTERIOR WALL - NEW MASONRY CONSTRUCTION;
- COORDINATE INTERIOR FINISH Vi/ FINISH SCREGULE
- 8" CMU WALL
- CARLISLE BARRISEAL §
- 2 CONT. POLYISOCYANURATE RIGID INSULATION ON
EXTERIOR (R=6,0/ N}
« MTL. FURRING CHANNELS @ 18" 0.C. OR AS INDICATED
BY MTL. SIDING MANUFACTURER
- STEELOGIC DW-01 MTL, SIDING.

A-002.  FLAN
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