
REVISIONS

REV DATE COMMENT DRAWN BY
CHECKED BY

1

2

3

REVISION 3 -

02/10/20 ZBA SPECIAL PERMIT
& SITE PLAN REVIEW

DJO
JAB

03/30/20 ADDITIONAL INFO.
PER CITY COMMENT

DJO
JAB

04/07/20 REV. SIGN DETAILS
FOR ADMIN. APPEAL

DJO
JAB

04/07/20

DI
SC

LA
IM

ER
Th

is 
dr

aw
ing

 an
d/o

r f
ile

 ha
s b

ee
n p

re
pa

re
d b

y B
oh

ler
  a

t th
e r

eq
ue

st 
of 

the
 P

ro
jec

t O
wn

er
 or

 hi
s R

ep
re

se
nta

tiv
e a

nd
 is

 be
ing

 pr
ov

ide
d s

ole
ly 

as
 a 

co
nv

en
ien

ce
 to

 th
e r

ec
ipi

en
t. B

oh
ler

  m
ak

es
 no

 re
pr

es
en

tat
ion

 re
ga

rd
ing

 th
e s

uit
ab

ilit
y f

or
 th

e i
nte

nd
ed

 us
e b

y t
he

 re
cip

ien
t. F

ur
the

r, 
Bo

hle
r m

ak
es

 noPROJECT No.:
DRAWN BY:
CHECKED BY:
DATE:
CAD I.D.:

PROJECT:

FOR

P:
\1

8\
W

18
10

86
\D

R
A

W
IN

G
S\

PL
A

N
 S

ET
S\

R
EV

3\
W

18
10

86
-C

VL
-3

---
-->

LA
YO

U
T:

 C
-9

01
-D

ET
L

D
O
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PROPOSED SITE
PLAN DOCUMENTS

PROPOSED
DEVELOPMENT

888 ASHLEY BOULEVARD
BRISTOL COUNTY

NEW BEDFORD, MASSACHUSETTS
MAP #127C, LOT #134

BK.4155, PG.343

ALWAYS CALL 811
It's fast. It's free. It's the law.

PERMIT SET

PROFESSIONAL ENGINEER
MASSACHUSETTS LICENSE No. 41717

RHODE ISLAND LICENSE No. 9114
CONNECTICUT LICENSE No. 27475

J.A. BERNARDINO

352 TURNPIKE ROAD
SOUTHBOROUGH, MA 01772

Phone: (508) 480-9900
Fax:          (508) 480-9080

www.BohlerEngineering.com
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WEALTH       OF       MASSACHUSETTS

REGISTEREDPROFESSIONAL   ENGINEE
R

JAMES A.
BERNARDINO

CIVIL
No. 41717

N.T.S.

N.T.S.

N.T.S.

N.T.S.

N.T.S.

N.T.S.

N.T.S.

N.T.S.

C-901

DETAIL
SHEET

N.T.S.
TRANSITION CURB DETAIL

N.T.S.N.T.S.

ACCESSIBLE STALL MARKINGS &
PARKING LOT STRIPING DETAIL N.T.S.

TYPICAL PAVEMENT SECTION
N.T.S.

FULL HEIGHT OF CURB

30
"

R1-1 SIGN

RED BKGND

30"

84
"

AB
OV

E
GR

OU
ND

1/4" x 1/2" LG. PIN HD. BOLTS
WITH NUTS & LOCK
WASHERS

2"

1" RADIUS

CURB TRANSITION- SEE SITE PLAN FOR LENGTH
2" FACE TO FULL HEIGHT OF CURB

'STOP' SIGN

20
'-0

"

9'-0"
5'-0"/8'-0" VAN

(OR AS REQUIRED
BY CODE)

8'-0"

5'-
4"

PAINTED (4" AZURE BLUE)
ACCESSIBLE SYMBOL (SEE

ACCESSIBLE PARKING
STALL PAINTING DETAIL)

6'-4 1/2"

4" WIDE AZURE
BLUE STRIPING

(TYP.)

"ACCESSIBLE PARKING ONLY"
SIGN (IN ACCORDANCE WITH

ADA GUIDE LINES - SEE
ACCESSIBLE PARKING SIGN

DETAIL)

NOTE: ALL PAVEMENT
STRIPING AND MARKINGS
SHALL CONSIST OF
CHLORINATED RUBBER
PAINT APPLIED TO A DRY
SURFACE WHEN THE
TEMPERATURE IS GREATER
THAN 40°F. PAINT SHALL  BE
APPLIED AT A MINIMUM OF
0.015" (15 MIL) FILM
THICKNESS

ACCESSIBLE STALL
PAINTING DETAIL

7"R CIRCLE

2'-1"

2"

2'-10"

AND SYMBOL SHALL BE CENTERED IN THE

NOTE:  WHEELCHAIR SYMBOL PAINT SHALL
CONFORM TO THE STRIPING PAINT SPECIFIED

STALL.

2'-
3"

1'-
7"

R2'-2
"

R2'-8"

1'-3"

1'-6"

6"

ACCESSIBLE PARKING SIGN
1.) LOCATION SHALL
CONFORM TO LOCAL CODES
2.) SEE ACCESSIBLE PARKING
SIGN DETAIL

(SEE
BOLLARD
DETAIL)

ACCESSIBLE

5' 
MI

N.
AB

OV
E 

GR
OU

ND
12

"

1'-0"

1'-
6"

RESERVED
PARKING

VAN

1/4" x 1/2" LG.
PIN HD. BOLTS
WITH NUTS &
LOCK
WASHERS

GREEN
LETTERS

WHITE
BACKGROUND

AZURE BLUE

WHITE
BACKGROUND

BLACK
LETTERS

8'
-0

" M
AX

 A
BO

VE
 G

R
O

U
N

D

ACCESSIBLE PARK
SIGN W/ BOLLARD

WHITE
LETTERS

N.T.S.

NOTES:
1. REFLECTIVE WHITE

BACKGROUND GREEN
LETTERING AND SYMBOL
LETTERING MINIMUM 1" HEIGHT

2. SIGN TO BE MOUNTED ON 2"
METAL POST CENTERED ON 6"
CONCRETE BOLLARD.
USE  CAULKING @ THE
CONNECTION POINT

3. ONE SIGN PER ACCESSIBLE
SPACE.

6' HIGH VINYL FENCE

6' HIGH VINYL SOLID FENCE
SECTION (TYP.)

FILL POST HOLE
WITH CONCRETE

REBAR SEPARATOR CLIP

LAYER OF GRAVEL

N.T.S.
BOLLARD DETAIL

FORMED CONCRETE TOP

MIN 4"  CONCRETE FILLED STD
WEIGHT STEEL BOLLARD

PAVEMENT

2'-0"Ø CONC PIER

3'-
6"

1'-
0"

8"

3'-
8"

SEE ARCH. PLANS FOR SPECS

NOTE:
PAVEMENT BASE AND SUBBASE COURSES TO CONFORM TO ALL MASSDOT HIGHWAY
DIVISION SPECIFICATIONS. GC TO REFER TO GEOTECHNICAL REPORT FOR PAVEMENT
SPECIFICATIONS.

1.5" BIT. CON. TOP COURSE
(MA DOT M3.11.03)

6" DENSE GRADED
CRUSHED STONE BASE
COURSE
(MA DOT M2.01.7)

6" GRAVEL BORROW SUB-BASE
COURSE (MA DOT M1.03.0, TYPE

C)

2.5" BIT. CONC. BINDER
COURSE (MA DOT M3.11.03)

*WITHIN RIGHT-OF-WAY, 2.5"
CONC. BINDER COURSE PER

CITY OF NEW BEDFORD
REGULATIONS

1)   FACE TO BE FORMED CLEAR POLYCARBONATE, DECORATED SECOND SURFACE VINYL.

2)  VINYL COLORS TO BE: DD ORANGE 3M #3630-3123; DD MAGENTA 3M #3630-1379; DARK
BROWN 3M #3630-59.

3)  ILLUMINATION: INTERNAL WHITE NICHIA LEDs

4)  SEE NATIONAL ACCOUNTS FOR ORDERING INFORMATION.

5)  SEE A7.2 & A7.3 FOR FINISH INFORMATION.

PYLON SIGN NOTES:

10
'-0

"

FRONT VIEW

GC TO PROVIDE FOUNDATION AS REQD,
ELEC STUB-UP & ALL RELATED
ACCESSORIES PRIOR TO INSTALLATION
PER MANUF REQUIREMENTS

RUN ELECT CONDUIT TO BLDG;
VERIFY SIZE w/ MANUF

SEE SIGN DRAWINGS FOR
FINAL COLORS, DIMENSIONS
& DETAILS

SIDE VIEW

DRIVE THRU

2'-1" 2'-1"

10"

PYLON SIGN DETAILS

SG-2 PAINT TEMPLATE FOR  GRAPHIC
AVAILABLE THROUGH DGS (SEE NATL.
ACCOUNTS); "ARROW" TP-01 WHITE.

SG-2 PAINT TEMPLATE FOR  GRAPHIC
AVAILABLE THROUGH DGS (SEE NATL.
ACCOUNTS); "ARROW " TP-04 ORANGE

TYPICAL TRAFFIC ARROW

TRAFFIC ARROW AT DRIVE-THRU LANE

D
R

IV
E

TH
R

U
M

O
BI

LE
PI

C
K 

U
P

MOBILE PICK UP GRAPHIC

DRIVE THRU GRAPHIC

PAINT TEMPLATE FOR  GRAPHIC
AVAILABLE THROUGH DGS (SEE NATL.

ACCOUNTS); BASE TP-05; "MOBILE PICK
UP" TP-01

PAINT TEMPLATE FOR  GRAPHIC
AVAILABLE THROUGH DGS (SEE NATL.

ACCOUNTS); BASE TP-04; "DRIVE THRU"
TP-01

1) PROPERLY PREP THE APSHALT BEING PAINTED VIA PRESSURE WASH BEFORE PAINTING
ALL DIRECTIONAL GRAPHICS.

2) COORDINATE WITH FRANCHISEE ON FINAL LOCATIONS OF ALL GRAPHICS &
DIRECTIONALS.

3) SEE A7.3 FOR TRAFFIC STRIPING INFORMATION.

SITE GRAPHIC & STRIPING NOTES

SG-2 PAINT TEMPLATE FOR  GRAPHIC
AVAILABLE THROUGH DGS (SEE NATL.
ACCOUNTS); "ARROW " TP-05 PINK

TRAFFIC ARROW AT MOBILE PICK-UP LANE

TRAFFIC STRIPING

6'-8"
EXTENSION ARM

12
'-0

"

4'-
7"

FR
OM

 G
RA

DE

1'-
6"

8"

1'-41
2"

6'-0"
CRASH TUBE

10
'-0

" 11
'-7

"
2"

CLEARANCE 10'-0" 41 2"

1'-0" ON
CENTER

6"

31
2"

ANCHOR BOLTS

16"x16"x1/2" STEEL PLATE w/ 12"x12"
BOLT PATTERN & POWER FEED

HOLE ON BOTTOM OF PLATE

PLATE COVER

POST MOUNTED
WAYFINDING

SIGN SEE 3/A0.3

SEE SIGN DRAWINGS FOR
COLORS, DIMENSIONS &

DETAILS

ACCESS HOLE AT BACK SIDE OF POST
FOR ACCESS

6'-8"
EXTENSION ARM

6'-0"
CRASH TUBE

3'-23
4"

ORDER LANE

CLEARANCE 10'-0"

5'-111
4"

MOBILE ORDER PICK UP

(1) 1" INCH CONDUITS FOR
DEDICATED CIRCUITS (POWER). PROVIDE 110/15 AMP DEDICATED CIRCUIT
1" CONDUIT (SPARE) w/ PULL STRING
FOR FUTURE USE

GC TO PROVIDE FOUNDATION, ANCHOR
BOLTS, CAGE, AND ALL RELATED
ACCESSORIES PRIOR TO INSTALLATION
PER MANUF REQUIREMENTS

4'-
0"

LIMIT BAR DETAIL

POLE & CANOPY PROVIDED BY SIGN VENDOR; COORD
INSTALLATION WITH MANUF

SEE NATIONAL ACCTS FOR ORDERING INFO

GC TO PROVIDE FOUNDATION, ANCHOR BOLTS,
CAGE, AND ALL RELATED ACCESSORIES PRIOR TO
INSTALLATION PER MANUF REQUIREMENTS

48" MAX

ALL CONDUIT SHALL BE PVC

(3) 1" INCH CONDUITS FOR COMMUNICATIONS &
DEDICATED CIRCUITS (POWER, DATA & VOICE). CONNECT

TO INTERCOM SYSTEM LOCATED AT THE OFFICE AREA
PROVIDE 110/15 AMP DEDICATED CIRCUIT

3/4" CONDUIT w/ PULL STRING

1'-47
8"

7'-0"

10
'-0

"
10

'-7
"

(1) 1" CONDUIT (SPARE) w/ PULL STRING
FOR FUTURE USE

11
'-0

"

FO CONC
PAD

TOP CURB

5'-0" MIN

WHITE UNDERSIDE w/
RECESSED LTG

CONCRETE CURB
(2) INDEPENDENT GROUND LOOPS FOR
COMMUNICATIONS

CONCRETE PAD

ORDER CANOPY w/ BUILT-IN
CONFIRMATION DISPLAY &
SPEAKER

SURFACE OF VEHICLE

POST PAINTED TO MATCH ALUMET
CHARCOAL GRAY ALUMINUM

SEE SIGN DRAWINGS FOR COLORS &
DETAILS

STATIC MENU BOARD

CONCRETE FOOTING
SIZE & CONFIGURATION

BY MANUFACTURER

(1) 1" INCH CONDUITS
FOR COMMUNICATIONS

&
DEDICATED CIRCUITS

(POWER). PROVIDE
110/15 AMP DEDICATED

CIRCUIT

(2) 1" CONDUITS (SPARE) w/ PULL STRING
FOR FUTURE USE

BASE & BOX TO BE
PAINTED TO MATCH
ALUMET CHARCOAL

ALUMINUM

7'-
21 4"

MENU BOARD AND SPEAKER TOWER DETAILS DIGITAL MENU BOARD

DIRECTIONAL SIGN )ACES

DIRECTIONAL SIGN NOTES
1) SEE DUNKIN' BRANDS WEBSITE FOR COMPLETE INFORMATION AND

DETAILS.

2) AREA OF SIGN = 2.75 SF.

3) LIGHTING = INTERNALLY ILLUMINATED.

4) LOCATE DIRECTIONAL SIGNS PER SITE PLAN. VERIFY FINAL
LOCATIONS W/ OWNER PRIOR TO ORDERING.

4" 2'-101
2"

4'-
10

"

1'-
1"

3'-
5"STEEL POST

COMPONENT
SEE SIGN DWGS FOR
COLORS & DETAILS

SIDE 9IE: )RONT 9IE:

GC TO PROVIDE FOUNDATION, ELEC STUB-UP,
ANCHOR BOLTS, CAGE AND ALL RELATED

ACCESSORIES PRIOR TO INSTALLATION PER
MANUF REQUIREMENTS

(1) 2" INCH CONDUITS FOR
DEDICATED CIRCUITS (POWER). PROVIDE

110/15 AMP DEDICATED CIRCUIT

2'-61
2"

4"

SEE YOU
SOON

WELCOME
BACK

DO NOT
ENTER

DRIVE
THRU

DRIVE
THRU

DIRECTIONAL SIGN DETAILS

N.T.S.

NOTE: INSTALL WITHIN ALL PUBLIC WAYS, CORNERS, AND RADIUS SECTIONS

6" MI
N

18
"

MI
N

24
"

6"

6"

18"

BITUMINOUS CONCRETE PAVEMENT

CONCRETE SETTING BLOCK 6" X 18" GRANITE
CURB TYPE V FINISH GRADE, SURFACE

VARIES (SEE SITE PLAN)

FINISH SUBGRADE

COMPACTED SUBGRADE

6" MIN CRUSHED BANK
GRAVEL UNDER CURBING

VERTICAL GRANITE CURB

TRASH ENCLOSURE FENCE DETAIL

N.T.S.
"DO NOT ENTER" SIGN

WHITE
BACKGROUND

RED CIRCLE

WHITE BAR

WHITE
LETTERS

R5-1 SIGN

1/4" x 1/2" LG. PIN HD.
BOLTS WITH NUTS &
LOCK WASHERS

30"

30
"

7'-
0"

 A
BO

VE
 G

RO
UN

D

NOTE:
SEE CONC. PAD DETAIL
FOR PAVEMENT
THICKNESS AND HAUNCH
THICKNESS

BOLLARDS (TYP.)

WOOD FRAMED
ENCLOSURE WITH
FIBER CEMENT
BOARD SIDING

FRONT ELEVATION SIDE ELEVATIONBOLLARD FIBER CEMENT
BOARD SIDING

METAL COPING

CHAIN LINK POST/GATE
WITH VINYL SLATS

FIBER CEMENT
BOARD SIDING

TOP OF FRAMING
AT 8'-9" HEIGHT

CHAIN LINK
POST/GATE WITH
VINYL SLATS

NOTE: TOTAL MENU BOARD
AREA = 22.92 SF
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