
This design belongs to the ACE SIGN CO. and becomes the property of the customer only upon completion
of an order, and is otherwise not to be used in whole or in part without written permission of

ACE SIGN CO. • 2540 S. 1ST ST. • SPRINGFIELD, IL 62704 • 217 522-8417 APPROVED AS/IS APPROVED W/ CHANGES RE-DRAW W/ CHANGES

Customer / Job Site

Furnish & Install New 

Location Signage

A. Trimless Letters, 

Raceway Mounted

  - Overall Size:
  9’ w x 2’ h

Scope of Work

PROOF DATE: 11/16/20        SCALE: Varies, See Drawing TileJOB#: 102089
designed by: go

REF: #101452-Opt2-3

18
SQ. FT.

48’

9’2”

ASCEND

115 Coggeshall Street
New Bedford, MA 02746

*Proofs will predict design layout, text accuracy, image proportion and placement. Colors on a digital screen or printed proof may not reflect actual color.
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9’
2’2” 6’4-3/4”

Dark Blue Backs

3630-57 Olympic Blue
Trans Vinyl

Applied on White Faces

Pro-Face (Tr imless) Letter -  
Isometr ic View

Pro-Face (Tr imless) Letter -  
Isometr ic View

MOUNTING: raceway

RACEWAY COLOR: N/A

BACK SPECS:
MATERIAL

1” PVC
COLOR

dark blue
FACE SPECS:

MATERIAL

¾” Acrylic
GRAPHICS

OLYP. BLUE

STROKE SIZE:
MINIMUM

#-#/# “
MAXIMUM

#-#/# “

LETTER HEIGHT: 2’

PROFACE LETTERS SPECS

LED:
TYPE

mini white tight ## ft.
COLOR SPACING TOTAL LENGTH

MOUNTING: raceway

RACEWAY COLOR: N/A

BACK SPECS:
MATERIAL

1” PVC
COLOR

DK BLUE
FACE SPECS:

MATERIAL

¾” Acrylic
GRAPHICS

WHITE

STROKE SIZE:
MINIMUM

#-#/# “
MAXIMUM

#-#/# “

LETTER HEIGHT: 14”

PROFACE LETTERS SPECS

LED:
TYPE

mini white tight ## ft.
COLOR SPACING TOTAL LENGTH

1 2

White Faces
Backs Painted Dark Blue

1

ELECTRICAL REQUIREMENTS

AMPS @ 100W

DISCONNECT SWITCH WIRED IN SIGN

2 TOTAL MAX

AMPS @ 120V 8 TOTAL MAX

Disclaimer:
It is the customer’s responsibility to have primary 
power available for the signs. Electrical hook-up will be 
included if adequate primary power is available within 
5’ of the sign at the time of installation.
All cosmetic and/or structural repairs of the building 
including (but not limited to) wall fascia patches and/or 
painting of the building are the responsibility of the 
customer.
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LISTED

1. ACRYLIC FACE
2. 1” PVC BACK
3. WHITE LED MODULES, RESIN FILLED
4. FACE SET SCREW
5. ANCHORS AS NECESSARY
6. SLEEVED LOW-VOLTAGE WIRES
7. 120/240VAC CLASS 2 POWER SUPPLY
8. 4” x 7” EXTRUDED ALUMINUM RACEWAY
9. DISCONNECT SWITCH
10. WALL
11. SLEEVED PRIMARY WIRES
12. PRIMARY POWER TO SIGN BY OTHERS

SCALE: 1-1/2” = 1’
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EXIT ONLY

9am - 9pm Daily
HOURS:

ENTER HERE

Raceway Color  Match

Building - TBD

SIGN DETAIL - Section/Attach.
SCALE: 1-1/2” = 1’

A
4

EXISTING CONDITIONS

2

NORTH ELEVATION - Sign Location
SCALE: 1/8” = 1’

A
1

NORTH ELEVATION - Sign Render
SCALE: 1/8” = 1’

A
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SIGN DETAIL - Dimensions
SCALE: 3/4” = 1’

A
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SITE MAP - Sign Location
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This design belongs to the ACE SIGN CO. and becomes the property of the customer only upon completion
of an order, and is otherwise not to be used in whole or in part without written permission of

ACE SIGN CO. • 2540 S. 1ST ST. • SPRINGFIELD, IL 62704 • 217 522-8417 APPROVED AS/IS APPROVED W/ CHANGES RE-DRAW W/ CHANGES

Customer / Job Site

Furnish & Install New 
Location Signage

B. Window Vinyl

Scope of Work

PROOF DATE: 11/16/20        SCALE: Varies, See Drawing TileJOB#: 102089
designed by: go

REF: #

ASCEND

115 Coggeshall Street
New Bedford, MA 02746

*Proofs will predict design layout, text accuracy, image proportion and placement. Colors on a digital screen or printed proof may not reflect actual color.

EXIT ONLY

9am - 9pm Daily
HOURS:

ENTER HERE

B

B

C. Window Vinyl

EXISTING CONDITIONS

NORTH ELEVATION - Sign Location
SCALE: 1/4” = 1’

B&C
1

SIGN DETAIL - Dimensions
SCALE: 1-1/2” = 1’

B
3

SITE MAP - Sign Location

SCALE:
1

FINISH PLAN - FIRST FLOOR
1/8" = 1'-0"SCALE:

2
FINISH PLAN - SECOND FLOOR

1/8" = 1'-0"
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FINISH SPECIFICATIONS
TAG MATERIAL MANUF. DESCRIPTION COLOR/FINISH SIZE INSTALLATION LOCATION REMARKS

FLOORING

CPT-1 WALK-OFF CARPET MILLIKEN CUTX/FIZZ - FZX15-96 GOLD OBEX ROLL 19.7"x19.7" ASHLAR LOBBY ENTRANCE SIZE TO ALIGN W/ INTERIOR SECTION OF CANOPY ABOVE.

CPT-2 OFFICE CARPET MILLIKEN TUGTED LOOP - WTL137-13 CLINCH MOUNTAIN OBEX ROLL 19.7"x19.7" ASHLAR

LVP-1 LUXURY VINYL PLANK MOHAWK SECOND HOME WOOD BAGEL BEIGE 7.5"X48" - 6mm THICKNESS CLICK LOBBY & SALES

TL-1 FLOOR TILE GARDEN STATE TILE SPIRIT CHALK 12"X24" ASHLAR RESTROOMS

VCT-1 VINYL COMPOSITION TILE ARMSTRONG PREMIUM EXCELON CROWN TEXTURE SOFT WARM GREY 12"x12" STRAIGHT ALL OTHER BOH ROOMS

BASEBOARD

BASE-1 SOLID WOOD BASE G.C. TO SOURCE CUSTOM MILLWORK MATCH ADJ. WALL COLOR 1/2" THICK X 2 1/2" H
INSTALLED

SURFACE MOUNTED
ON WALL FINISH

BASE-2 RUBBER BASE FLEXCO STRAIGHT 029 ARCTIC WHITE 4"H CASH OFFICE

BASE-3 RUBBER BASE FLEXCO COVE 029 ARCTIC WHITE 4"H ALL OTHER BOH ROOMS

BASE-4 TILE BASE GARDEN STATE TILE BULLNOSE SPIRIT - CHALK 3"X24" RESTROOMS

WALLS

PT-1  PAINT BENJAMIN MOORE "AURA" WATERBORNE INTERIOR OC-65 - CHANTILLY LACE / SATIN PRIMED SURFACE

PT-2 ACCENT PAINT BENJAMIN MOORE "AURA" WATERBORNE INTERIOR CUSTOM COLOR TO MATCH PANTONE 653 C  / SATIN PRIMED SURFACE SEE FINISH PLAN FOR LOCATIONS

PT-3 PAINT BENJAMIN MOORE "AURA" WATERBORNE INTERIOR SUPER WHITE / EGGSHELL PRIMED SURFACE ALL OTHER BOH ROOMS AND OFFICES

PT-4 CEILING PAINT BENJAMIN MOORE AURA WATERBORNE INTERIOR OC-65 - CHANTILLY LACE / FLAT PRIMED SURFACE

TL-2 WALL TILE GARDEN STATE TILE SPIRIT CHALK 2" X 2" STRAIGHT RESTROOM PLUMBING WALL

TL-3 FEATURE WALL TILE CROSSVILLE SIMPATICO - LWT02 FELLOWSHIP / GLOSS 6"X24" VERTICAL STACKED SEE FINISH PLAN FOR LOCATIONS PROVIDE PVC SCHLUTER OUTSIDE CORNER TRIM TO MATCH

TL-4 FEATURE WALL TILE CROSSVILLE SIMPATICO - LWT02 - SAT FELLOWSHIP / SATIN 6"X24" VERTICAL STACKED SEE FINISH PLAN FOR LOCATIONS PROVIDE PVC SCHLUTER OUTSIDE CORNER TRIM TO MATCH

BRICK EXISTING BRICK OR T.M.E. G.C. TO SOURCE STANDARD BRICK MATCH EXISTING V.I.F. STANDARD V.I.F. ASHLAR EXTERIOR WALLS U.N.O.

CEILINGS

ACT-1 ACOUSTIC CEILING TILE ARMSTRONG "OPTIMA CONCEALED" SERIES WITH
"PRELUDE" SUSPENSION SYSTEM WHITE 24"X24" GRID ALL OTHER BOH ROOMS AND OFFICES

WD-1 WOOD PANELING TBD TBD TBD TBD TBD LOBBY & EXTERIOR EXIT

SCALE:
9

RESTROOM THRESHOLDS
N.T.S.

TILE

5/
16

"

LUXURY VINYL PLANK

4" SINGLE HOLLYWOOD BEVEL
AMERICAN OLEAN THASSOS
WHITE MARBLE POLISHED M420
1/2" MAX. THRESHOLDS - TYP.

NOTE:  12" MAX. THRESHOLD
HGT., NO ACCEPTIONS

SCALE:
3

AT WALK OFF MAT
N.T.S.

EXTERIOR DOOR THRESHOLD

ALUM THRESHOLD (12"
MAX.) SET IN A BED OF
SEALANT TYP.

EXTERIOR WALK OFF MAT

BUTT MATERIALS,
NO TRANSITION STRIP

LVPCARPET

SCALE:
6

FLOORING DETAIL, TYP.
N.T.S.

CARPET TO LVP

SCALE:
7

LVP TO VCT DETAIL TYP.
N.T.S.

JOHNSONITE SLIM LINE
RUBBER TRANSITION
STRIP SLT-XX-A COLOR
TO MATCH RUBBER
BASE AS SCHEDULED

VCTCARPET

SCALE:
8

CARPET TO VCT DETAIL, TYP.
N.T.S.

ALUM THRESHOLD (12" MAX.)
SET IN A BED OF SEALANT.
INTERIOR SIDE OF THRESHOLD
TO HAVE SQUARE AND
BEVELED EDGE FOR CLEAN
BUTT JOINT WITH LVP TYP.

EXTERIOR

ALUM THRESHOLD (12"
MAX.) SET IN A BED OF
SEALANT TYP.

EXTERIOR

SCALE:
4

EXTERIOR DOOR THRESHOLD AT LVP
N.T.S.

SCALE:
5

EXTERIOR DOOR THRESHOLD AT VCT
N.T.S.
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JOHNSONITE SLIM LINE
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STRIP SLT-XX-A COLOR
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BASE AS SCHEDULED
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GENERAL NOTES
● REFER TO FINISH FLOOR CONSTRUCTION DETAILS FOR MORE INFO.

● COORDINATE SADDLE/MATERIAL TRANSITIONS TO FINAL APPROVED FLOOR FINISH.

● COORDINATE FLOOR LAYOUT WITH PARTITION LAYOUT - PROVIDE MARK-UP LAYOUT ON FINISH SUBFINISH
FOR FLOOR AND WALL LAYOUT FOR CLIENT APPROVAL BEFORE WALL FRAMING INSTALLATION, TYP.

● SEE EXTERIOR ELEVATIONS FOR BUILDING  FINISHES. TYP.

● ALL FINISH TRANSITIONS SHALL OCCUR AT CENTERLINE OF DOORWAY.  WHEN DOOR IS CLOSED, SEAM IS
NOT TO BE VISIBLE.

● CONTRACTOR SHALL SUBMIT TO STONE/ TILE LAYOUT SHOP DRAWING FOR ARCHITECT'S REVIEW PRIOR TO
ORDERING MATERIAL AND INSTALLATION.

● SEAMS IN BASE ARE NOT PERMITTED AT OUTSIDE CORNERS. NO BASE PIECE TO BE LESS THAN 12" LONG.

● CONTINUOUS ADHESION IS REQUIRED BETWEEN BASE AND WALL.

● SEE PARTITION AND FINISH PLANS AND ELEVATIONS FOR MILLWORK FINISHES. SHOP DRAWINGS ARE
REQUIRED FOR ALL MILLWORK. CABINETS SHALL BE INSTALLED W/ CONCEALED HANGING METHODS. USE
180° CONCEALED OVERLAY HARDWARE AND FULL EXTENSION HEAVY DUTY DRAW SLIDES. FOLLOW AWI-
STANDARDS OF CONSTRUCTION FOR CUSTOM GRADE MILLWORK AS A MINIMUM CRITERIA.
● THE CONTRACTOR SHALL PROVIDE ANY NECESSARY TOUCH-UP OF PAINTED SURFACES AFTER THE
TENANT HAS MOVED INTO THE SPACE.
● SCHEDULED FINISHES SHALL EXTEND ONLY WHERE VISIBLE - OMIT FINISHES IF COVERED BY MILLWORK
ITEMS, AS INDICATED ON THE DRAWINGS.

● THE INSTALLER SHALL REFER TO THE FINISH PLAN FOR SPECIFIC LOCATIONS OF ALL
FINISHES. DISCREPANCIES, OMISSIONS, AMBIGUITIES, OR CONFLICTS SHOULD BE BROUGHT TO THE
ATTENTION OF ARCHITECT FOR CLARIFICATION BEFORE ORDERING MATERIALS OR INSTALLATION OF WORK.
● FLASH PATCH CONCRETE SLAB AS REQUIRED TO ENSURE THAT FACES OF ABUTTING FINISHES ALIGN. ALL
SLAB SURFACES SHALL BE FILLED AND SMOOTH AS REQUIRED PRIOR RESILIENT FINISH INSTALLATION.
● ANY DEVIATIONS FROM THE MATERIALS SPECIFIED AND/ OR THE INSTALLATION SPECIFICATIONS NOTED
SHALL NOT BE ACCEPTED WHERE PREVIOUSLY PRESENTED AND APPROVED.
● ALL P-LAM SHALL BE ADHERED TO DIMENSIONALLY STABLE, FORMALDEHYDE-FREE MDF WITH A BACKING
SHEET APPLIED ON THE REVERSE.
● PLASTIC LAMINATE CASEWORK INTERIORS SHALL BE FINISHED TO MATCH SPECIFIED EXTERIOR
LAMINATE, U.N.O.

● CONTRACTOR SHALL CAULK ALL COUNTERTOPS NOT RECEIVING BACKSPLASHES.

● CONTRACTOR SHALL USE SOLID COLOR SILICONE CAULK AT SINK LOCATION AND AT INTERSECTIONS OF
COUNTERTOPS AND BACKSPLASHES. CONFIRM COLOR W/ ARCHITECT.
● ALL STONE SHALL BE FROM SAME LOT AND REVIEWED BY ARCHITECT, AS SPECIFIED.

● BEFORE ORDERING AND INSTALLATION, CONTRACTOR SHALL PREPARE SPACE FOR OCCUPANCY BY
THOROUGHLY CLEANING ALL AREAS INCLUDING INTERIOR GLASS. LEAVE EQUIPMENT, COUNTERTOP,
HARDWARE ETC., IN UNDAMAGED, CLEAN CONDITION.

● NEW AND EXISTING DUCTWORK, PLUMBING AND SPRINKLER PIPES AND
RISERS, CONDUIT, HANGERS, SHALL BE PAINTED MATTE FINISH WHEN EXPOSED. COORDINATE COLOR
SELECTION WITH ARCHITECT.
● AT VINYL OR RUBBER BASE LOCATIONS, AVOID BASE SEAMS IN CONTINUOUS

● ALL REVEALS SHALL BE PAINTED TO MATCH ADJACENT WALL OR RUNS. NO SEAMS WITHIN 12 ”  OF
CORNERS.  CEILING, U.N.O.

● ALL CEILING REGISTERS, DIFFUSERS, SPEAKERS, ETC. SHALL MATCH THE COLOR OF ADJACENT
CEILINGS. CONTRACTOR SHALL COORDINATE SPECIFICATIONS, AND INCLUDE IN SUBMITTALS FOR
ARCHITECT'S REVIEW.
● SEAL AND CAULK AROUND ALL PENETRATION, CRACKS, CREVICES AND ANY OTHER OPENING CAPABLE OF
HARBORING INSECTS/RODENTS.
● WHERE EXISTING CONSTRUCTION IS AFFECTED PATCH/REPAIR SO THAT ALL NEW FINISHES SHALL
MATCH, BLEND AND ALIGN WITH EXISTING ADJACENT SURFACES. THIS IS TYPICAL FOR ALL SURFACES.

● PROVIDE NEW PAINT ON ALL INTERIOR SILLS U.N.O.

● PROVIDE FLOORING TRANSITIONS BETWEEN DISSIMILAR MATERIALS REFER TO DETAILS ON I100.

● LEVEL ALL FLOORS TO 18" IN 10'-0" FLASH-PATCH WITH  LEVELASTIC @  TRANSITION

● PATCH & REPAIR ALL EXIST. WALLS TO RECEIVE NEW WORK, FINISH  PAINT, ETC. (TYP.)

● ALL GWB WALLS ARE TO RECEIVE ONE COAT PRIMER AND TWO COATS OF  SCHEDULED  WALL
PAINT. SHEEN & COLORS AS SCHEDULED. SUBMIT PRODUCT DATA AND COLOR CHIPS TO ARCHITECT.
● G.C. SHALL PATCH & REPAIR, TO NEW CONDITION, ANY DAMAGED SILLS.
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STOREFRONT

GL-1 CLEAR INSULATED GLASS STOREFRONT
VENDOR TEMPERED CLEAR 1" INSULATED ASSEMBLY KAWNEER SYSTEM STOREFRONT SYSTEM REFER TO AND COORD. W/ WINDOW SCHEDULE FOR

ADDITIONAL INFORMATION

GL-2 LAMINATED FROSTED GLASS STOREFRONT
VENDOR LOW - IRON TEMPERED FROSTED 1/2" THICK REFER TO AND COORD. W/ WINDOW SCHEDULE FOR

ADDITIONAL INFORMATION

GL-3 LAMINATED CLEAR GLASS SF VENDOR OR G.C. LOW - IRON TEMPERED EXTRA-CLEAR 1/2" THICK REFER TO AND COORD. W/ WINDOW SCHEDULE FOR
ADDITIONAL INFORMATION

PT-5 EXTERIOR PAINT BENJAMIN MOORE REGAL EXTERIOR MOORLIFE TBD / TBD

PT-6 EXTERIOR PAINT BENJAMIN MOORE REGAL EXTERIOR MOORLIFE TBD / TBD

MTL-1 ALUMINUM STOREFRONT
SYSTEM KAWNEER TRIFAB 451T FRAMING SYSTEM TBD 2" PROFILE, 4 1/2" DEPTH REAR STOREFRONT

MTL-2 CORRUGATED METAL TBD TBD BLACK POWDER COAT

MTL-3 STEEL TBD TBD BLACK POWDER COAT CUSTOM
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SIGN DETAIL - Dimensions
SCALE: 1-1/2” = 1’
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HP
VINYL COLOR

White

CUT VINYL GRAPHICS

VINYL TYPE

HP
VINYL COLOR
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CUT VINYL GRAPHICS
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9am - 9pm Daily
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EAST ELEVATION - Sign Location
SCALE: 1/4” = 1’
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This design belongs to the ACE SIGN CO. and becomes the property of the customer only upon completion
of an order, and is otherwise not to be used in whole or in part without written permission of

ACE SIGN CO. • 2540 S. 1ST ST. • SPRINGFIELD, IL 62704 • 217 522-8417 APPROVED AS/IS APPROVED W/ CHANGES RE-DRAW W/ CHANGES

Customer / Job Site

Furnish & Install New 

Location Signage

D. Illuminated 

Projecting Sign 

Scope of Work

PROOF DATE: 1/14/21        SCALE: Varies, See Drawing TileJOB#: 102089
designed by: go/MA

REF: #98239

24
SQ. FT.

48’

16’

ASCEND

115 Coggeshall Street
New Bedford, MA 02746

*Proofs will predict design layout, text accuracy, image proportion and placement. Colors on a digital screen or printed proof may not reflect actual color.

28”

Disclaimer:
It is the customer’s responsibility to have primary 
power available for the signs. Electrical hook-up will be 
included if adequate primary power is available within 
5’ of the sign at the time of installation.
All cosmetic and/or structural repairs of the building 
including (but not limited to) wall fascia patches and/or 
painting of the building are the responsibility of the 
customer.

D

12”

10’

EXACT SIZE, 
MATERIALS, 

DESIGN, ETC. TO BE 
DETERMINED. 

OVERALL SIZE NOT 
TO EXCEED 24 SQFT 

PER CODE.

SIGN COMPANY TO 
SUBMIT FINAL 

PLANS AT TIME OF 
SIGN PERMIT 
APPLICATION.

SIGN DETAIL - Dimensions
SCALE: 3/4” = 1’

D
2

EXISTING CONDITIONS

SOUTH ELEVATION - Sign Location
SCALE: 1/8” = 1’

D
1

SITE MAP - Sign Location
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